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QUESTION 1

An Extreme switch connected to a network of Extreme Switches running ESRP is called an ESRP-aware switch due
mainly because 

A. These switches are connected together using load sharing 

B. They are all running the same routing protocol 

C. Each switch has Extreme Discovery Protocol (EDP) enabled 

D. All of the above 

Correct Answer: C 

 

QUESTION 2

What is true about the StpdID? 

A. The StpdID must be equal to one of its member VLAN ID\\'s. 

B. The StpdID may not be equal to one of its member VLAN ID\\'s. 

C. The StpdID may not be equal to any VLAN ID. 

D. It does not matter if the StpdID is equal to a VLAN ID. 

Correct Answer: A 

 

QUESTION 3

In PIM sparse mode the Bootstrap Router election is based on the highest IP address. 

A. True 

B. False 

Correct Answer: B 

 

QUESTION 4

Identify the Summit chip switch that provides the following port density, 48 10/100 Ethernet ports and two unpopulated
GBIC ports. 

A. Summit 5i 

B. Summit 50i 

C. Summit 48i 
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D. Summit 1i 

Correct Answer: C 

 

QUESTION 5

The Skew time in VRRP is used to ensure that two back-up routers do not switch to master state at the same time an
case of a fall-over situation. 

A. True 

B. False 

Correct Answer: A 
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