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QUESTION 1

Which of the following are current rotational speeds for Fibre Channel and SAS based hard drives? (Select TWO) 

A. 3400 RPM 

B. 5400 RPM 

C. 7000 RPM 

D. 10.000 RPM 

E. 15,000 RPM 

Correct Answer: DE 

 

QUESTION 2

Which of the following is a benefit of tiered storage? 

A. Lowers cost over time 

B. Provides redundancy to all clients 

C. Increases physical security 

D. Enables disaster recovery 

Correct Answer: A 

 

QUESTION 3

An administrator wants to hide storage resources from servers that should not have access to them. Which of the
following can be configured on the storage controller to accomplish this? 

A. Zone 

B. LUN Masking 

C. Port masking 

D. VLAN 

Correct Answer: B 

 

QUESTION 4

Which of the following is a benefit of having up-to-date firmware on an iSCSI adapter? 
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A. Allows TOE to be implemented the same way regardless of vendor. 

B. Addresses any security vulnerabilities found in a particular TOE implementation. 

C. The adapter can easily FIP with the forwarder. 

D. Reduces the very large changes to the networking stack. 

Correct Answer: B 

 

QUESTION 5

Which of the following measures the performance overhead in an ISL between two switches? 

A. Bandwidth 

B. Latency 

C. Multipathing 

D. Hop 

Correct Answer: B 
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