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QUESTION 1

SIMULATION 

There are three locations in a school district of a large city: ROUTER -M, ROUTER -W and ROUTER -U. The network
connection between two of these locations has already functioned. 

Configure the ROUTER -M router IP addresses on the E0 and S0 interfaces so that the E0 receives the first usable
subnet while the S0 receives the second usable subnet from the network 192.168.160.0/28. Both interfaces would
receive the 

last available ip address on the proper subnet. 

Note. The OSPF process must be configured to allow interfaces in specific subnets to participate in the routing process. 

Correct Answer: ROUTER-M> enable 

Explanation/Reference:

Password. Cisco

ROUTER-M# config t

ROUTER-M(config)# interface e0
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ROUTER-M(config-if)# ip address 192.168.160.14 255.255.255.240

ROUTER-M(config-if)# no shutdown

ROUTER -M(config-if)# exit

ROUTER -M(config)# interface s0

ROUTER-M(config-if)# ip address 192.168.160.30 255.255.255.240

ROUTER-M(config-if)# no shutdown

ROUTER-M(config-if)# end

ROUTER-M# copy run start

 

QUESTION 2

Refer to the exhibit. 

Which two statements are correct? (Choose two.) 

A. This is a default route. 

B. Adding the subnet mask is optional for the ip route command. 

C. This will allow any host on the 172.16.1.0 network to reach all known destinations beyond RouterA. 

D. This command is incorrect, it needs to specify the interface, such as s0/0/0 rather than an IP address. 

E. The same command needs to be entered on RouterA so that hosts on the 172.16.1.0 network can reach network
10.0.0.0. 

Correct Answer: AC 
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This is obviously the default value for the route which is set between the routers and since it is entered in such a manner
that it ensures connectivity between the stub network and any host lying beyond RouterA. 

 

QUESTION 3

Which command enables IPv6 forwarding on a Cisco router? 

A. ipv6 host 

B. ipv6 unicast-routing 

C. ipv6 local 

D. ipv6 neighbor 

Correct Answer: B 

Enabling IPv6 on Cisco IOS Software Technology 

http://www.ciscopress.com/articles/article.asp?p=31948andseqNum=4 Explanation: The first step of enabling IPv6 on a
Cisco router is the activation of IPv6 traffic forwarding to forward unicast IPv6 packets between network interfaces. By 

default, IPv6 traffic forwarding is disabled on Cisco routers. The ipv6 unicast-routing command is used to enable the
forwarding of IPv6 packets between interfaces on the router. The syntax for this command is as follows: 

Router(config)#ipv6 unicast-routing The ipv6 unicast-routing command is enabled on a global basis. 

 

QUESTION 4

Which statements are true regarding ICMP packets? (Choose two.) 

A. They acknowledge receipt of TCP segments. 

B. They guarantee datagram delivery. 

C. TRACERT uses ICMP packets. 

D. They are encapsulated within IP datagrams. 

E. They are encapsulated within UDP datagrams. 

Correct Answer: CD 

Ping may be used to find out whether the local machines are connected to the network or whether a remote site is
reachable. This tool is a common network tool for determining the network connectivity which uses ICMP protocol
instead of TCP/IP and UDP/IP. This protocol is usually associated with the network management tools which provide
network information to network administrators, such as ping and traceroute (the later also uses the UDP/IP protocol).
ICMP is quite different from the TCP/IP and UDP/IP protocols. No source and destination ports are included in its
packets. Therefore, usual packet-filtering rules for TCP/IP and UDP/IP are not applicable. Fortunately, a special
"signature" known as the packet\\'s Message type is included for denoting the purposes of the ICMP packet. Most
commonly used message types are namely, 0, 3, 4, 5, 8, 11, and 12 which represent echo reply, destination
unreachable, source quench, redirect, echo request, time exceeded, and parameter problem respectively. In the ping
service, after receiving the ICMP "echo request" packet from the source location, the destination 
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QUESTION 5

Refer to the exhibit. 

SwitchA receives the frame with the addressing shown in the exhibit. According to the command output also shown in
the exhibit, how will SwitchA handle this frame? 

A. It will drop the frame. 

B. It will forward the frame out port Fa0/6 only. 

C. It will forward the frame out port Fa0/3 only. 

D. It will flood the frame out all ports. 

E. It will flood the frame out all ports except Fa0/3. 

Correct Answer: E 

When frame receives the frame, it checks the source address on MAC table if MAC address found in MAC table it tries
to forward if not in MAC table adds the Address on MAC table. After checking the source address, it checks the
destination address on MAC table, if MAC address found on MAC table it forwards to proper ports otherwise floods on
all ports except the source port. 

 

QUESTION 6

Which statement describes the process ID that is used to run OSPF on a router? 

A. It is globally significant and is used to represent the AS number. 

B. It is locally significant and is used to identify an instance of the OSPF database. 
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C. It is globally significant and is used to identify OSPF stub areas. 

D. It is locally significant and must be the same throughout an area. 

Correct Answer: B 

 

 

QUESTION 7

Select and Place: 

Correct Answer: 
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QUESTION 8

Refer to the exhibit. 

If host A sends an IP packet to host B, what will the source physical address be in the frame when it reaches host B? 

A. 10.168.10.99 

B. 10.168.11.88 

C. A1:A1:A1:A1:A1:A1 

D. B2:B2:B2:B2:B2:B2 

E. C3:C3:C3:C3:C3:C3 

F. D4:D4:D4:D4:D4:D4 

Correct Answer: E 

When packets transfer from one host to another across a routed segment, the source IP address always remains the
same source IP address, and the source physical (MAC) address will be the existing router\\'s interface address.
Similarly, the destination IP address always remains the same and the destination physical (MAC) address is the
destination router\\'s interface address. 

 

QUESTION 9
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Which of the following is true regarding the configuration of SwitchA? 

A. only 5 simultaneous remote connections are possible 

B. remote connections using ssh will require a username and password 

C. only connections from the local network will be possible 

D. console access to SwitchA requires a password 
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Correct Answer: B 

Ssh login requires a user name and password always while other conditions may or may not be true. 

 

QUESTION 10

Refer to the exhibit. 

Why did the device return this message? 

A. The command requires additional options or parameters 

B. There is no show command that starts with ru. 

C. The command is being executed from the wrong router mode. 

D. There is more than one show command that starts with the letters ru. 

Correct Answer: D 

Answer D is correct because when you type the incomplete command having more same more command same up to
types characters it shows display the ambiguous command error. 

 

QUESTION 11

Which layer of the OSI model controls the reliability of communications between network devices using flow control,
sequencing and acknowledgments? 

A. Physical 

B. Data-link 

C. Transport 

D. Network 

Correct Answer: C 
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QUESTION 12

On a Cisco switch, which protocol determines if an attached VoIP phone is from Cisco or from another vendor? 

A. RTP 

B. TCP 

C. CDP 

D. UDP 

Correct Answer: C 

http://computernetworkingnotes.com/cisco-devices-administration-and-configuration/cisco- discoveryprotocol.html The
Cisco Unified IP Phone uses CDP to communicate information such as auxiliary VLAN ID, per port power management
details, and Quality of Service (QoS) configuration information with the Cisco Catalyst switch. Cisco Discovery Protocol
(CDP) is a proprietary protocol designed by Cisco to help administrators collect information about both locally attached
and remote devices. By using CDP, you can gather hardware and protocol information about neighbor devices, which is
useful info for troubleshooting the network. CDP messages are generated every 60 seconds as multicast messages on
each of its active interfaces. The information shared in a CDP packet about a Cisco device includes the following: Name
of the device configured with the hostname command IOS software version Hardware capabilities, such as routing,
switching, and/or bridging Hardware platform, such as 2600, 2950, or 1900 The layer-3 address(es) of the device The
interface the CDP update was generated on 
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