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QUESTION 1

What are two functions that the parameter max-session performs? (Choose two.)
A. Defines the session limit for the domain.

B. Defines the session limit for the tunnel instance.

C. Used to control load balancing between multiple domains.

D. Used to control load balancing between multiple tunnels for a domain.

Correct Answer: BD

QUESTION 2

Which OSPF router will advertise a Type 2 network LSA for a broadcast network segment?
A.DR

B. ABR

C. ASBR router

D. DRother router

Correct Answer: A

QUESTION 3

An OSPF non-backbone area allows external routes to be flooded within the area. These external routes are
propagated into the backbone. However, external routes from other areas are not allowed to enter this area. Which type
of OSPF area does this describe?

A. stub area

B. transit area

C. border area

D. not-so-stubby area

Correct Answer: D

QUESTION 4

You receive an EBGP route configured with the no-export community set. To which types of peers can you send this
route? (Choose two.)

Latest INO-130 Dumps | JNO-130 PDF Dumps | JNO-130 Exam Questions 2/6


https://www.leads4pass.com/jn0-130.html
https://www.leads4pass.com/jn0-130.html
https://www.leads4pass.com/jn0-130.html

https://lwww.leads4pass.com/jn0-130.html
2024 Latest leads4pass JNO-130 PDF and VCE dumps Download

A. no BGP peers

B. all I-BGP peers

C. all E-BGP peers within your global AS
D. all E-BGP peers outside your global AS

Correct Answer: BC

QUESTION 5

Which type of hop in an ERO must be directly connected to the previous hop?
A. full

B. strict

C. loose

D. partial

Correct Answer: B

QUESTION 6

Which two features protect the ERX Edge Router from denial-of-service attacks? (Choose two.)
A. rate limiting of ICMP

B. RADIUS authorizations

C. source address validation

D. stateful firewall on the router

Correct Answer: AC

QUESTION 7

Which OSPF router type summarizes network advertisements from one OSPF area into another?
A. ABR

B. ASBR

C. edge router

D. backbone router

Correct Answer: A
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QUESTION 8

Which CLI command is used to display the IP address assigned to Dynamic Subscriber Interface and related hardware
address using the DHCP Relay Proxy function?

A. show ip dhcp external

B. show dhcp binding relay-proxy
C. show ip dhcp binding relay-proxy
D. show dhcp relay proxy binding

Correct Answer: B

QUESTION 9

By default, how often does an ERX Edge Router send an OSPF link-state advertisement in a stable network?
A. every 10 seconds

B. every 30 seconds

C. every 10 minutes

D. every 30 minutes

Correct Answer: D

QUESTION 10

Which configuration command configures queue buffer allocation on the ERX Edge Router?
A. qos-profile

B. queue-profile

C. scheduler-profile

D. traffic-shape-profile

Correct Answer: B

QUESTION 11
Which two statements are true regarding EBGP and Confederation BGP? (Choose two.)

A. EBGP peers advertise MED and change Next Hop.
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B. EBGP peers advertise Local Preference and do NOT change Next Hop.
C. Confederation BGP peers advertise MED and do NOT change Next Hop.
D. Confederation BGP peers advertise Local Preference and change Next Hop.

Correct Answer: AC

QUESTION 12

Which CLI command shows whether an L2TP Tunnel Switch profile is applied?
A. 12tp tunnel test

B. show subscribers

C. show aaa domain-map

D. show I2tp destination profile

Correct Answer: C

QUESTION 13

How may L2TP tunnel destinations are allowed per domain?
Al

B. 11

C.21

D.31

Correct Answer: D

QUESTION 14

What is the default authentication method on an OSPF interface?
A. null password

B. simple password

C. message digest 5

D. Password Authentication Protocol

Correct Answer: A
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QUESTION 15

Which TCP port does LDP use for its protocol communications?
A. 464

B. 466

C. 644

D. 646

Correct Answer: D
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