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QUESTION 1

Which method does Symantec recommend be used when a host is consuming more than 90% of a link\\'s bandwidth? 

A. Create an adaptive response agent based on the high bandwidth host agent template with the appropriate
thresholds 

B. Create an adaptive response agent based on the peak-bps-link agent template with the appropriate thresholds 

C. Define a new event that checks whether the peak-bps-link measurement variable is more than 90% of the link size 

D. Define a new event that checks whether the avg bps-link measurement variable is more than 90% of 

the link size 

Correct Answer: B  

 

QUESTION 2

Which feature does PacketShaper use to control the rate lot User Datagram Protocol (UDP) traffic? 

A. PacketShaper\\'s techniques in rate control and queuing 

B. PacketShapet\\'s TTL headers 

C. Priority policies that allocate bandwidth based on UDP traffic 

D. Window size 

Correct Answer: C 

 

 

QUESTION 3

Which option best defines an "unreliable network" within PacketShaper? 

A. It has NO traffic trees defined in the PacketShaper 

B. Its latency is decreased, meaning that the frequency of time-outs and retransmissions spike 

C. It offers no guarantees that packets will NOT be delayed, damaged, or lost 

D. Its acknowledgments are in UDP, NOT TCP 

Correct Answer: A 
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QUESTION 4

The "traffic active" CU command displays the maximum number of TCP, UDP, and legacy flows on the PacketShaper.
What interval are these maximums automatically checked against current conditions and updated if necessary? 

A. Once per day 

B. Every second 

C. Every 15 minutes 

D. Every 30 minutes 

Correct Answer: A 

 

 

QUESTION 5

Which PacketShaper parameter could an administrator apply to the Folder class? 

A. Policy 

B. Partition 

C. Outbound/Default classification 

D. Matching rule 

Correct Answer: C 
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