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QUESTION 1

A technician is setting up a previously used server. Upon power up, the PERC alerts them to the presence of a foreign
configuration. In the iDRAC storage section, the technician checks Foreign View. The foreign array configuration is the
same as the configuration needed for the new project. 

What is a recommended way to prepare the disks for the new project? 

A. Edit the foreign configuration and set it to Ready 

B. Import the foreign configuration and perform a full initialization 

C. Format the foreign configuration and clear the controller configuration 

D. Access the Ctrl+R utility, clear the foreign configuration and set up array as needed 

Correct Answer: D 

Reference https://www.dell.com/community/PowerEdge-HDD-SCSI-RAID/PERC-H310-active-drives-arelisted-in-foreign-
config/td-p/6126153 

 

QUESTION 2

A technician is ready to deploy a server. If a critical part such as the system board fails, they must be able to replace the
system board, reconfigure components, and update the firmware revisions in the fastest possible time. 

How should the technician meet this requirement? 

A. Back up the profile using the System Profile Settings 

B. Use the iDRAC Rollback feature to restore the firmware revisions 

C. Use the iDRAC GUI to back up the Server Profile 

D. Back up component configurations using iSM 

Correct Answer: A 

 

QUESTION 3

A technician plugs in a server that has dual power supply units. After powering on the system, they notice that the power
supply status indicators blink green then turn off. 

What troubleshooting steps should the technician take to resolve this issue? 

A. Set the power supply redundancy option to `No Redundancy\\' 

B. Check that the PSUs are not connected to a 240VAC source 

C. Update the iDRAC firmware to enable control of new PSU features 
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D. Check that the PSUs are the same efficiency, feature set, health status, and supported voltage 

Correct Answer: D 

Reference https://qrl.dell.com/Files/en-us/Html/Manuals/R630/Power%20indicator%20codes=GUIDFBD2281B-1608-4F
F8-9AFE-4E33BB6FF810=1=en-us=.html 

 

QUESTION 4

A technician needs to connect a server to a network but the network switch has only two available network ports so only
two network cables can be connected. The user needs as must bandwidth as possible for their workload so the two
network cables need to connect to LOM1 and LOM2. The technician wants to satisfy the user requirements yet still be
able to access the iDRAC. 

What is the best way to configure the iDRAC? 

A. Use a splitter cable in one of the network switch ports to connect the same cable to both LOM1 and LOM2 with the
second network cable connecting to the iDRAC Dedicated NIC 

B. Set up a dedicated NIC with LOM1 as the NIC selection 

C. Use a splitter cable in one of the network switch ports to connect the same cable to both LOM1 and the iDRAC
Dedicated NIC 

D. Set up a shared LOM with LOM1 as the NIC selection 

Correct Answer: B 

 

QUESTION 5

A technician deletes the iDRAC Express license on a R440 server. Which license type is then enabled? 

A. iDRAC Express license cannot be deleted 

B. iDRAC Basic license 

C. iDRAC Enterprise license 

D. iDRAC will not have a license until a new one is installed 

Correct Answer: B 

Latest DES-4121 Dumps DES-4121 Practice Test DES-4121 Braindumps

Latest DES-4121 Dumps | DES-4121 Practice Test | DES-4121 Braindumps                                3 / 4

https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html


https://www.lead4pass.com/des-4121.html
2023 Latest lead4pass DES-4121 PDF and VCE dumps Download

To Read the Whole Q&As, please purchase the Complete Version from Our website.

Try our product !

100% Guaranteed Success
100% Money Back Guarantee
365 Days Free Update
Instant Download After Purchase
24x7 Customer Support
Average 99.9% Success Rate
More than 800,000 Satisfied Customers Worldwide
Multi-Platform capabilities - Windows, Mac, Android, iPhone, iPod, iPad, Kindle

We provide exam PDF and VCE of Cisco, Microsoft, IBM, CompTIA, Oracle and other IT Certifications.
You can view Vendor list of All Certification Exams offered:

https://www.lead4pass.com/allproducts

Need Help
Please provide as much detail as possible so we can best assist you.
To update a previously submitted ticket:

Any charges made through this site will appear as Global Simulators Limited.
All trademarks are the property of their respective owners.

Copyright © lead4pass, All Rights Reserved.

Powered by TCPDF (www.tcpdf.org)

Latest DES-4121 Dumps | DES-4121 Practice Test | DES-4121 Braindumps                                4 / 4

https://secure.livechatinc.com/licence/8041871/v2/open_chat.cgi
http://www.tcpdf.org
https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html
https://www.lead4pass.com/des-4121.html

