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QUESTION 1

You are at an incident scene and determine that a computer contains evidence as described in the search warrant.
When you seize the computer, you should: 

A. Record nothing to avoid inaccuracies that might jeopardize the use of the evidence. 

B. Record the location that the computer was recovered from. 

C. Record the identity of the person(s) involved in the seizure. 

D. Record the date and time the computer was seized. 

Correct Answer: BCD 

 

QUESTION 2

The maximum file segment size for an EnCase evidence file is: 

A. 1500 MB 

B. 1000 MB 

C. 2000 MB 

D. There is no limit. 

E. 500 MB 

Correct Answer: C 

 

QUESTION 3

GREP terms are automatically recognized as GREP by EnCase. 

A. True 

B. False 

Correct Answer: B 

 

 

QUESTION 4

Which of the following would be a true statement about the function of the BIOS? 

A. Botha and c. 
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B. The BIOS integrates compressed executable files with memory addresses for faster execution. 

C. The BIOS is responsible for checking and configuring the system after the power is turned on. 

D. The BIOS is responsible for swapping out memory pages when RAM fills up. 

Correct Answer: C 

 

QUESTION 5

The Unicode system can address ____ characters? 

A. 65,536 

B. 16,384 

C. 256 

D. 1024 

Correct Answer: A 
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