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QUESTION 1

In the development of the Internet, there are many milestone events. The order of the milestone events in the following
options is normal. 

A. The establishment of TCP / IP protocol specifications-ARPANET is born-www is officially open to the public-DNS is
born 

B. www is officially open to the public-the birth of DNS-the establishment of TCP / IP protocol specifications-the birth of
ARPANET 

C. The birth of ARPANET-the establishment of TCP / IP protocol specifications-the birth of DNS-www is officially open
to the public 

D. The birth of DNS-the establishment of TCP / IP protocol specifications-the birth of ARPANET-www is officially open
to the public 

Correct Answer: C 

 

QUESTION 2

In Huawei FusionCompute, when a virtual machine installs an operating system by mounting a local image file, the
administrator can close the VNC window at any time without affecting the reading of the image. 

A. TRUE 

B. TRUE 

Correct Answer: A 

 

QUESTION 3

In Huawei FunsionCompute, the following incorrect description of the host storage interface is A. supports two methods
of adding interfaces manually and adding in batches. 

B. By adding multiple storage interfaces, multi-path transmission of storage can be achieved The IP address of the 

C. storage interface can be on the same network segment as the management plane 

D. Local hard disk and FC SAN can be connected to the storage device without adding a storage interface. 

Correct Answer: A 

 

QUESTION 4

In Huawei FusionCompute, the following can only be used as non-virtualized storage: () 

A. NAS 
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B. FusionStorage 

C. local disk 

D. SAN 

Correct Answer: B 

 

QUESTION 5

In Huawei FusionCompute, a virtual machine can have multiple virtual network adapters. 

A. TURE 

B. FALSE 

Correct Answer: A 
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