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QUESTION 1

When severely errored seconds (SESs) are present in the PM section at the ODUk layer, which of the following alarms
is reported on the NMS? 

A. ODUk_PM_ES 

B. ODUk_PM_SES 

C. ODUk_PM_SESR 

D. ODUk _PM _UAS 

Correct Answer: B 

 

QUESTION 2

Automatic laser shutdown (ALS); When no optical signal is received, the ALS function automatically shuts down the
corresponding optical module. This function protects onsite maintenance personnel. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 3

When LMSP is configured, there are two switching modes: single-ended switching and dual-ended switching. The
protection protocol does not need to be enabled for single-ended switching. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 4

The Kl and K2 bytes can transmit APS switching signaling, and can also indicate that the multiplex section signal fails. 

A. TRUE 

B. FALSE 

Correct Answer: A 
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QUESTION 5

Which of the following statements about the 1+1 protection of cross-connect boards are correct? (Multiple Choice) 

A. The source service board sends services to the active and standby cross-connect boards. 

B. After service cross-connections are completed, the active and standby cross-connect boards send the data of the
active cross-connect board to the sink service board. 

C. The sink service board can receive only the data from the active cross-connect board. 

D. The buses of the two cross-connect modules work independently and do not interfere with each other. 

E. The dual-bus system structure indicates that the service board performs dual feeding of data to the cross-connect
side and selective receiving of the data on the cross-connect side. 

F. Two cross-connect boards have the same configuartion. Service boards will selectively receive services from one of
them based on the quality of services and status of cross-connect boards. 

Correct Answer: ADEF 
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