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QUESTION 1

What is the default user name of the NE when you create an OptiX OSN 3500 NE on the U2000 for per-NE
commissioning? 

A. admin 

B. root 

C. szhw 

D. lct 

Correct Answer: B 

 

QUESTION 2

Which of the following statements are true about ground resistance? 

A. Less than 1 ohm at an integrated telecom building 

B. Less than 5 ohms at a common telecom office/site 

C. The higher ground resistance is, the better. 

D. At an area where soil resistivity is high, the ground resistance can be 10 ohms 

Correct Answer: ABD 

 

QUESTION 3

Alarm signals on the PDH ports working at different rates differ. Which of the following are true? 

A. The T_ALOS alarm is reported when external signals are lost on an El electrical interface board. 

B. The P_LOS alarm is reported when external signals are lost on an E3 or E4 electrical interface board. 

C. The DOWN_El_AIS is reported when an El electrical interface board detects all "l"s in the downstream signal
stream. 

D. The UP_E1_AIS is reported when an El electrical interface board detects all "l"s in the upstream signal stream. 

E. The PAIS is reported when an E3 electrical interface board detects all "l"s in signal streams. 

Correct Answer: ACDE 

 

QUESTION 4

The grounding requirements of 75-ohm and 120-ohm unbalanced coaxial cables are the same. 
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A. TRUE 

B. FALSE 

Correct Answer: B 

 

QUESTION 5

RSVP-TE is the RSVP extended in traffic engineering sense. What are the major functions of RSVP TE? 

A. LSP setup and deletion 

B. LSP attribute modification 

C. LSP rerouting 

D. LSP optimization 

E. LSP bandwidth Management 

Correct Answer: ABCD 
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