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QUESTION 1

(single) Which of the following descriptions is incorrect when performing an optical interface average transmit optical
power test? 

A. The optical connector on the fiber connector and the optical interface board panel is clean and well connected. 

B. Optical power meter is calibrated 

C. Connect one end of the test pigtail of the optical power meter to the "Rx" port of the optical interface board, and
connect the other end of the pigtail to the optical power meter. 

D. Repeat multiple times to check whether the measured maximum and minimum values of the transmitted optical
power meet the technical requirements. 

Correct Answer: C 

 

QUESTION 2

(single) In the Solaris 10 operating system, when only ordinary users can ftp to the network management server, which
file should be modified so that the root user can also remotely ftp to the server? 

A. /etc/ftpusers 

B. /etc/services 

C. /etc/system 

D. /etc/defaultrouter 

Correct Answer: A 

 

QUESTION 3

(multiple) The uplink interface of the IPM of the UA5000 broadband main control board supports port aggregation.
Which of the following statements about aggregation is correct? 

A. The port working mode must be full duplex; 

B. The port rates must be the same and cannot be auto-negotiated; 

C. The ports on the two IPM boards can be added to one aggregation port at the same time. 

D. The mirroring destination port cannot be added to the aggregation port. 

Correct Answer: ABC 

 

QUESTION 4
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(single) In the Solaris environment, which of the following commands (parameters) is used to unconditionally abort the
process? 

A. kill -7 pid 

B. kill -8 pid 

C. kill -9 pid 

D. kill -10 pid 

Correct Answer: C 

 

QUESTION 5

(single) Which of the following scenarios can the HG8245 product use? 

A. Outdoor type 

B. Family user type 

C. SBU commercial user type 

D. MINI-DSLAM 

Correct Answer: B 
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