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QUESTION 1

(Radio) When deploying GPON Type C single attribution protection, the following description is correct. 

A. The branch fiber breaks, and the state of the OLT\\'s work port becomes standbY 

B. Two ports protected by the OLT side cannot send and receive data at the same time 

C. When the olt uplink fails, a protection reversal can be triggered 

D. The service configuration of ONU access is completely identical to the configuration before protection 

Correct Answer: B 

 

QUESTION 2

(single) The ONU device needs to consider the surrounding location when it is installed in the cabinet. Which is the
incorrect statement? 

A. Equipment should be as far away as possible from electromagnetic interference, dust, noise, vibration, etc. 

B. Equipment should be kept away from trees and other plants as much as possible to prevent insects from being
inhaled by fans. 

C. The equipment needs to be >500 meters from the sea. If the network box or outdoor cabinet is equipped with a fan,
the air inlet should be in the direction of the sea breeze. 

D. When installing the wall and hanging rods, ensure that the equipment is not easily touched by residents. 

Correct Answer: C 

 

QUESTION 3

In esight\\'s OnT zero configuration deployment, do not provision OLT when incrementally configuring OLT. 

A. True 

B. False 

Correct Answer: A 

 

QUESTION 4

(Radio) To improve link reliability, the LT device passes through two upstream ports 0/19/0 and 0/20/0 Configure the
Timedelay protection group, which of the following commands is optional 

A. huawei(config)#interface giu 0/19 huawei (config-if-giu-0/19)hoffline-tx-off-time 0 500 

B. huawei(protect-group-0)hprotect-group member port 0/19/0 role work 
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C. huawei(protect-group-0)aprotect-group enable 

D. huawei(config)=protect-group 0 protect-target sth-nni port workmode timedelay 

Correct Answer: A 

 

QUESTION 5

(single) When deploying multiple services on the MA5680T, in order to better guarantee the quality of IPTV services. 

Which of the following services has the highest QOS priority configured? 

A. IPTV 

B. VOD 

C. Game 

D. Internet 

Correct Answer: A 
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