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QUESTION 1

Stephanie in accounting and Chuck in marketing need access to the same directory named acct_ analysis. Stephanie is
in a group named acct while Chuck is in a group named mktg. The information for the directory is as follows: 

Which statements are true about this scenario? (Select two) 

A. Chuck already has access to the directory 

B. The directory is world readable 

C. Chuck needs to be added to the acct group to gain access to the directory 

D. The directory is writeable by the mktg group 

E. Stephanie is the owner of the directory 

Correct Answer: AE 

 

QUESTION 2

A user, ccampbell, leaves the company. Company policy requires that the system administrator remove the user\\'s
UNIX account and home directory. Which command accomplishes this task? 

A. user mod -d /home/ccampbell ccampbell 

B. userdel --r ccampbell 

C. userdel --F ccampbell 

D. usermod --e "" ccampbell 

Correct Answer: B 

 

QUESTION 3

A system administrator needs to set up a new I IP UX server by using ignite-UX in a different subnet. What should the
system administrator do to accomplish this goal? (Select two) 

A. Set up an RARP agent 

B. Use a DHCP server only on the ignite-UX subnet 

C. Place one DHCP server on each subnet 

D. Set up bootp relay agents 

E. Use a DHCP server only on the HP-UX server subnet 
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Correct Answer: BE 

 

QUESTION 4

Refer to the exhibit 

Which route types are available to configure when using the route command? (Select two) 

A. IP Range 

B. Domain C. Net 

D. Subnet 

E. Host 

Correct Answer: DE 

 

QUESTION 5

An HP Integrity system is inaccessible I he HP response center needs a memory dump to troubleshoot the problem.
The system administrator can access the "CM>" prompt by logging into the iLO port. 

Which command can be used to start the memory dump? 

A. r 3 

B. toc 

C. tc 

D. reboot 

Correct Answer: C 
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