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QUESTION 1

A user, ccampbell, leaves the company. Company policy requires that the system administrator remove the user\\'s
UNIX account and home directory. Which command accomplishes this task? 

A. user mod -d /home/ccampbell ccampbell 

B. userdel --r ccampbell 

C. userdel --F ccampbell 

D. usermod --e "" ccampbell 

Correct Answer: B 

 

QUESTION 2

What is the patch-name prefix convention for HP-UX patches? 

A. PHCR Command PHKL - Kernel PHNE - Network PHSU - Subsystem 

B. PHCO - Command PHKE Kernel PHNW - Network PHSS - Subsystem 

C. PHCO - Command PHKL - Kernel PHNW - Network PHSS - Subsystem 

D. PHCO - Command PHKL - Kernel PHNE - Network PHSS Subsystem 

Correct Answer: D 

 

QUESTION 3

What is the maximum amount of data that a make _tape_ recovery tape can hold when all applicable patches have
been applied to an HP -UX server? 

A. Up to 2GB of data and only on a single tape regardless of the overall tape size 

B. Up to 8GB of data and only on a single tape regardless of the overall tape size 

C. As much as 2GB of data on a single tape hut if make _tape_ recovery is run in the foreground, it prompts for more
tapes, if they are necessary, until all data is stored 

D. As much data as will fit on the tape but if make _tape_ recovery is run in the foreground, it prompts for more topes, if
they are necessary 

Correct Answer: A 

 

QUESTION 4

A user in the accounting department accidently starts printing a 1000 page document to printer acct_prt01. The system
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administrator is contacted by the user and asked to stop the print job. Using lpstat the system administrator finds the job
with an ID of 6344. Which command deletes the queued request? 

A. Disable acct_prt01-6344 

B. lpshut accc_prc01-6344 

C. Reject acct_prt01-6344 

D. Cancel acct ertQl-6344 

Correct Answer: D 

 

QUESTION 5

A company wants to buy an HP Integrity server that can have 16 cores. The model that the CIO is considering for
purchase has four available CPU sockets. Which processor model should the system administrator recommend? 

A. Itanium 8800 series processor 

B. Itanium 9100 series processor 

C. Itanium 9200 series processor 

D. Itanium 9300 series processor 

Correct Answer: A 
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