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QUESTION 1

Which feature on the ProLiant Gen9 servers allows a customer to protect the operating system from malware by
performing a verification of each component?

A. HP Smart Memory

B. RBSU Boot settings

C. RBSU Digitally Signed Program
D. UEFI SecureBoot

Correct Answer: D

QUESTION 2

Which HP C70Q0 component is needed to attach a BL460C Gen9 server blade to a third-party VolP card?
A. HP Smart Array P244br controller

B. HP Storage Blade

C. HP Onboard Administrator

D. HPPCI ExpansionBlade

Correct Answer: D

QUESTION 3

A failed drive has been replaced in a DL380p Gen8 server. Which LED color on the newly replaced drive would indicate
an issue?

A. solid green
B. solid blue
C. flashingblue
D. solid amber

Correct Answer: B

QUESTION 4

A customer needs to add a GPU card to an HP Blade server. What does the customer need to do in order to add the
GPU card?
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A. Enable the PCI pass-thru on the Blade server.

B. Install a PCl riser card in Mezzanine Slot 3 within the Blade server.
C. Install a PCI Expansion blade in the slot adjacent to the Blade server.
D. Enable the PCI pass-thru on the Onboard Administrator.

Correct Answer: A

QUESTION 5

Which HP chassis component will be updated automatically if a firmware baseline is not specified in HP OneView?
A. HP Virtual Connect

B. HP server blade System ROM

C. HP Onboard Administrator

D. HP Power Control Module

Correct Answer: C
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