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QUESTION 1

With branch warming enabled, new data transferred between the Steelhead Mobile client and a server will be populated
into: (Select 3) 

A. The Steelhead Mobile client datastore 

B. The local office Steelhead appliance datastore 

C. The server-side Steelhead appliance datastore 

D. Datastore will not be populated 

E. The Steelhead Mobile Controller datastore 

Correct Answer: ABC 

 

QUESTION 2

A user uploads a Microsoft Word document to a server across the network using the file transfer protocol (FTP). The file
has been seen before by the Steelhead appliances that are optimizing the link and so the user experiences warm
performance. A second user at the same location downloads the file from the same server using the CIFS protocol. This
file transfer can be considered: 

A. Cold, the data now travels in another direction so the Steelhead appliances need to relearn the data 

B. Cold, the application protocol is now different so the Steelhead appliances need to relearn the data 

C. Warm, the data has been seen by the Steelhead appliances before making the application protocol irrelevant 

D. Warm, only because the transfer uses CIFS 

E. Partially warm, the Steelhead appliances only need to learn the new data 

Correct Answer: C 

 

QUESTION 3

By default, when a SteelHead fails, either by power loss or optimization service failure, the appliance: 

A. Blocks all traffic. 

B. Routes all traffic. 

C. Passes through all traffic. 

Correct Answer: C 

 

QUESTION 4
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Which of the following is NOT a valid in-path rule on the Interceptor appliance? 

A. Redirect 

B. Pass-through 

C. Discard 

D. Deny 

E. Fair-peering 

Correct Answer: E 

 

QUESTION 5

Which of the possible Simplified Routing modes should be used when installing the SteelHead on an 802.1Q trunk?
(Choose three.) 

A. All 

B. None 

C. Destination and Source 

D. Destination Only 

Correct Answer: ACD 

In All mode the SteelHead collects mappings for destination and source IP, destination and source MAC, VLAN tag, and
Steelhead appliance inner connection traffic and auto- discovery options. This option has the advantage of learning
simplified entries faster than the destination only. option Riverbed recommends that you use in topologies when you
deploy the Steelhead appliance a 802.1q trunk. 

In Destination and source mode the SteelHead collects mappings from destination and source IP, destination and
source MAC, and VLAN tag (when deployed on 802.1q trunk). 

In Destination only mode the SteelHead collects mappings from destination IP, destination MAC, and VLAN tag (when
deployed on 802.1q trunk). 

References:SteelheadAppliance Deployment Guide, Including the Steelhead Mobile Controller, December 2013, page
194 

 

QUESTION 6

Assuming the Steelhead appliance has a 250 GB datastore capacity, by enabling PFS on a supported Steelhead
appliance which of the following would be true: 

A. The datastore capacity will shrink due to the amount of space used by PFS 

B. The datastore capacity will grow due to the amount of space added by PFS 

C. The datastore capacity does not change 
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D. The datastore capacity will have to be reformatted 

Correct Answer: C 

 

QUESTION 7

The Steelhead Mobile client is supported on the following client platforms: (Select 3) 

A. Windows 2000 

B. PDA 

C. Windows XP 

D. Vista-32 

E. Linux 

Correct Answer: ACD 

 

QUESTION 8

What feature is not available for optimized connections when using Port or Full transparency over the WAN? 

A. Top Talkers report 

B. Quality of Service marking 

C. VLAN segregation 

D. Path Selection 

E. Connection Pooling 

Correct Answer: E 

Correct addressing, the opposite of transparent Addressing which includes Port or Full transparency, 

enables you to use the connection pooling optimization feature. Connection pooling works only for 

connections optimized using correct addressing. Connection pooling enables Steelhead appliances to 

create several TCP connections between each other before they are needed. When transparent 

addressing is enabled, Steelhead appliances cannot create the TCP connections in advance because they 

cannot detect what types of client and server IP addresses and ports are needed. 

Incorrect: 

not B: If you manage IP address-based or TCP port-based QoS policies for optimized traffic on your WAN 

or WAN routers, you might use full address transparency or port transparency. 
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Not C: Full address transparency preserves your client and server IP addresses and port numbers in the 

TCP/IP header fields for optimized traffic in both directions across the WAN. VLAN tags can also be 

preserved. 

Note: RiOS v6.0 or later offers the following options for configuring WAN visibility modes: 

*

 Correct Addressing - WAN-side connections use Steelhead appliance IP addresses and Steelhead appliance server
ports. 

*

 Transparent Addressing - the following are Transparent Addressing options: ?Port Transparency - WAN-side
connections use Steelhead appliance IP addresses but use TCP server ports that mirror the LAN-side connection. ?Full
Transparency - WAN-side connections mirror all IP addresses and TCP ports used on the LAN-side connection. ?Full
Transparency with Forward Reset - The same as Full Transparency, with an additional packet during auto-discovery to
aid with integration of stateful network devices on the WAN. 

References: Steelhead Appliance Deployment Guide, Including the Steelhead Mobile Controller, December 2013,
pages 49-51 https://support.riverbed.com/bin/support/download?did=a53locljdv9s5oc0agjp851iol 

 

QUESTION 9

What is required for CIFS prepopulation to succeed? 

A. The SteelHead must be joined to the domain. 

B. The connection from the client-side CteelHead Aux interface must be optimized by the client-side SteelHead. 

C. The connection from the client-side StealHead primary interface must be optimized by the client-side SteelHead. 

D. It must have enough PFS disk space to store the entire server share. 

Correct Answer: C 

You configure prepopulation only on the client-side SteelHead. You must configure and connect the client-side
SteelHead primary interface properly for prepopulation to work. The primary interface must be able to establish
connection with the server. 

References: https://support.riverbed.com/bin/support/static/lrj6rq1evg0fnm7pekuq3j2md1/html/vte4p5uj
2dkg9k1ukjv82835ci/sh_9.2_dg_protocols_html/index.html#page/sh_9.2_dg_protocols/pre pop.html 

 

QUESTION 10

Which SteelHead Mobile feature can dynamically disable client optimization when in an office equipped with a local
SteelHead? 

A. Location Awareness 

B. Data store synchronization 
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C. Fixed-target rules 

D. Branch WarmingE, Connection Forwarding 

Correct Answer: A 

Location awareness enables SteelHead Mobile to detect that it is in a branch office with a SteelHead, and 

it enables the SteelHead to optimize SteelHead Mobile traffic. 

Incorrect: 

Not D: Branch warming works in conjunction with location awareness, enabling the SteelHead Mobile user 

to experience warm acceleration regardless of the location. Branch warming tracks the data segments 

created while a SteelHead Mobile is in a SteelHead- enabled branch office. 

References: 

https://support.riverbed.com/bin/support/static/fbunsuuo632vi3jrspe0evbko9/html/u2pi6l52l 

4drmhq3uhck9tu7hm/sh_9.2_dg_html/index.html#page/sh_9.2_dg/smc.html#ww243969 

 

QUESTION 11

When implementing PBR, a Steelhead appliance is connected to the router using which Steelhead appliance interface? 

A. lan0_0 

B. wan0_0 

C. Primary 

D. AUX 

E. Remote 

Correct Answer: B 

 

QUESTION 12

The SteelHead Admission Control feature activates when: (choose two) 

A. The data store has reached full capacity 

B. Throughput exceeds the licensed limit of the appliance 

C. Total connections exceeds the licensed limit of the appliance 

D. Optimization service memory exceeds the limit of the appliance 

E. Optimized connections exceed the licensed limit of the appliance 
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Correct Answer: BE 

Note: Admission Control is a validation process in communication systems where a check is performed before a
connection is established to see if current resources are sufficient for the proposed connection. 

References: http://h20564.www2.hpe.com/hpsc/doc/public/display?docId=mmr_kc- 0125647 

 

QUESTION 13

An employee who has just installed Steelhead Mobile onto her workstation notices that she never gets any reduction. It
always says 0%. 

The status of the Mobile client appears to be: 

Optimization State: Healthy 

Controller Status: Connected: Branch 

The reason she is seeing 0% reduction statistics is: A. Location Awareness is in effect 

B. The Steelhead appliance in the branch office has currently failed 

C. There are no more Steelhead Mobile licenses available 

D. The Steelhead Mobile Controller is not available as it has been relocated to a branch office 

E. Steelhead Mobile does not work on workstations, only laptops 

Correct Answer: A 

 

 

QUESTION 14

Application Streamlining in a Steelhead appliance or Steelhead Mobile does what? 

A. Reduces round trips over the WAN for all TCP traffic 

B. Reduces round trips over the WAN for supported applications 

C. Gives applications priority using our QoS engine 

D. All of the above 

Correct Answer: B 

 

 

QUESTION 15

What is the command to clear all statistics on a Steelhead appliance? 
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A. (config) # stats clear-all 

B. (config) # clear-all stats 

C. (config) # reset stats 

D. (config) # reload stats clean 

E. (config) # clear stats 

Correct Answer: A 
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