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QUESTION 1

The following configuration is applied to a Layer 2 Switch: 

What is the result of the above configuration being applied to the switch? 

A. A host with a mac address of 0000.1111.1111 and up to two other hosts can connect to FastEthernet 0/4
simultaneously 

B. A host with a mac address of 0000.1111.1111 and one other host can connect to Fast Ethernet 0/4 simultaneously 

C. Violating addresses are dropped and no record of the violation is kept 

D. The switch can send an SNMP message to the network management station 

E. The port is effectively shutdown 

Correct Answer: BD 

Reference: http://www.cisco.com/en/US/docs/switches/lan/catalyst4500/12.2/20ewa/configuration/guide/port_sec.html 

 

QUESTION 2

Which switch port mode prevents DTP frames from being sent? 

A. trunk 

B. dynamic auto 

C. dynamic desirable 

D. nonegotiate 

Correct Answer: D 

 

QUESTION 3

VLAN 3 is not yet configured on your switch. What happens if you set the switchport access vlan 3 command in
interface configuration mode? 

A. The command is rejected. 
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B. The port turns amber. 

C. The command is accepted and the respective VLAN is added to vlan.dat. 

D. The command is accepted and you must configure the VLAN manually. 

Correct Answer: C 

 

QUESTION 4

What type of attack is when trusted source replace mac tables with untrusted? 

A. DHCP snooping 

B. port snooping 

Correct Answer: A 

 

QUESTION 5

Which of the following are the valid numbers of standard ACL? (Choose two.) 

A. 50 

B. 1550 

C. 150 

D. 1250 

E. 2050 

Correct Answer: AB 

 

QUESTION 6

When troubleshooting an issue with an SVI, which three areas do you check? (Choose three.) 

A. frame size 

B. routing 

C. interfaces 

D. ASIC 

E. gateway 

F. encapsulation 

Correct Answer: BCE 
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QUESTION 7

Refer to the exhibit. A packet with a source IP address of 192.168.2.4 and a destination IP address of 10.1.1.4 arrives at
the AcmeB router. What action does the router take? 

A. forwards the received packet out the Serial0/0 interface 

B. forwards a packet containing an EIGRP advertisement out the Serial0/1 interface 

C. forwards a packet containing an ICMP message out the FastEthemet0/0 interface 

D. forwards a packet containing an ARP request out the FastEthemet0/1 interface 

Correct Answer: C 

Looking at the output above, there is no IP route for 10.1.1.4 address on AcmeB routing table. 

If the router can no find a specific path in its routing table to a particular route, (In this case no path is found so AcmeB)
the router will inform the source host with an ICMP message that the destination is unreachable and this will be through 

the same interface it has received the packet (interface Fa0/0 network 192.168.3.0/28 from the exhibit). 

Reference: 

http://www.orbitco-ccna-pastquestions.com/CCNA---EIGRP-Common-Question.php 
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QUESTION 8

What are the three things that the Netflow uses to consider the traffic to be in a same flow? (Choose three.) 

A. IP address 

B. Interface name 

C. Port numbers 

D. L3 protocol type E. MAC address 

Correct Answer: ACD 

 

QUESTION 9

The output of the show frame-relay pvc command shows "PVC STATUS = INACTIVE". What does this mean? 

A. The PVC is configured correctly and is operating normally, but no data packets have been detected for more than five
minutes. 

B. The PVC is configured correctly, is operating normally, and is no longer actively seeking the address of the remote
router. 

C. The PVC is configured correctly, is operating normally, and is waiting for interesting traffic to trigger a call to the
remote router. 

D. The PVC is configured correctly on the local switch, but there is a problem on the remote end of the PVC 

E. The PVC is not configured on the local switch. 

Correct Answer: D 

The PVC STATUS displays the status of the PVC. The DCE device creates and sends the report to the DTE devices.
There are 4 statuses: 

ACTIVE: the PVC is operational and can transmit dataINACTIVE: the connection from the local router to the switch is
working, but the connection to the remote router is not availableDELETED: the PVC is not present and no LMI
information 

is being received from the Frame Relay switch STATIC: the Local Management Interface (LMI) mechanism on the
interface is disabled (by using the "no keepalive" command). This status is rarely seen. 

 

QUESTION 10

Which statement about OSPFv3 configuration is true? 

A. You can add networks under the routing process. 

B. You must configure neighbors manually. 

C. You must individually add interface IP addresses to the OSPFv3 database. 
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D. You can enable OSPFv3 for a network under the interface configuration mode. 

Correct Answer: D 

 

QUESTION 11

While troubleshooting the failure of an OSPFv3 Ethernet connection between routers R1 and R2, you determine that the
hello timers are mismatched and that R2 is configured with default settings. 

Which command do you enter on R1 to correct the problem? 

A. R1(config-if)#ipv6 ospf hello-interval 20 

B. R1(config-if)#ip ospf hello-interval 10 

C. R1(config-if)#ip ospf hello-interval 20 

D. R1(config-if)#no ipv6 ospf hello-interval 

Correct Answer: B 

Reference: https://www.cisco.com/c/en/us/td/docs/security/asa/asa92/configuration/general/asa-general-cli/route-
ospf.pdf page 30-24 

 

QUESTION 12

Refer to the exhibit. Assume that all router interfaces are operational and correctly configured. In addition, assume that
OSPF has been correctly configured on router R2. How will the default route configured on R1 affect the operation of
R2? 
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A. Any packet destined for a network that is not directly connected to router R1 will be dropped. 

B. Any packet destined for a network that is not directly connected to router R2 will be dropped immediately. 

C. Any packet destined for a network that is not directly connected to router R2 will be dropped immediately because of
the lack of a gateway on R1. 

D. The networks directly connected to router R2 will not be able to communicate with the 172.16.100.0, 172.16.100.128,
and 172.16.100.64 subnetworks. 

E. Any packet destined for a network that is not referenced in the routing table of router R2 will be directed to R1. R1 will
then send that packet back to R2 and a routing loop will occur. 

Correct Answer: E 

First, notice that the more-specific routes will always be favored over less-specific routes regardless of the
administrative distance set for a protocol. In this case, because we use OSPF for three networks (172.16.100.0 0.0.0.3,
172.16.100.64 0.0.0.63, 172.16.100.128 0.0.0.31) so the packets destined for these networks will not be affected by the
default route. The default route configured on R1 "ip route 0.0.0.0 0.0.0.0 serial0/0 will send any packet whose
destination network is not referenced in the routing table of router R1 to R2, it doesn\\'t drop anything so answers A, B
and C are not correct. D is not correct too because these routes are declared in R1 and the question says that "OSPF
has been correctly configured on router R2, so network directly connected to router R2 can communicate with those
three subnetworks. As said above, the default route configured on R1 will send any packet destined for a network that is
not referenced in its routing table to R2; R2 in turn sends it to R1 because it is the only way and a routing loop will
occur. 
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