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QUESTION 1

An administrator is configuring the clock tolerance for the Single Sign-On token configuration policy and wants to define
the time skew tolerance between a client and the domain controller clock. 

Which time measurement is used for the value? 

A. Milliseconds 

B. Seconds 

C. Minutes 

D. Hours 

Correct Answer: A 

Time difference, in milliseconds, that vCenter Single Sign-On tolerates between a client clock and the domain controller
clock. If the time difference is greater than the specified value, vCenter Single Sign-On declares the token invalid. 

Reference: https://pubs.vmware.com/vsphere-55/index.jsp?topic=%2Fcom.vmware.vsphere.security.doc%2FGUID50F2
D815-4F67-4267-A005-B8158DADCBC9.html 

 

QUESTION 2

An administrator is attempting to add two Intel-based hosts to a vSphere 6.x cluster containing all Intel-based hosts. The
cluster has Enhanced vMotion Compatibility (EVC) enabled, but while performing the action, the administrator receives
the error shown in the Exhibit: Which three conditions would explain the error? (Choose three.) 

A. EVC is using a newer baseline than the hosts in the Exhibit. 

B. The ESXi hosts have an incompatible version of Streaming SIMD Extensions (SSE). 

C. The ESXi hosts have the Intel No-Execute feature disabled. 

D. EVC is using an older baseline than the hosts in the Exhibit. 
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E. The EXSi host does not have the Intel VT-d feature enabled. 

Correct Answer: ABC 

This is the compatibility issue. The host\\'s CPU hardware doesnt support cluster\\'s current enhanced vmotion because
EVC is employing a newer baseline rather than the one used in the process. Secondly, ESXi hosts are incompatible
because the version of SSE is incorrect. This has affected EV compatibility mode. The host CPU lack Intel-no-Execute
feature which is necessary for the CPU hardware to support EVC. 

 

QUESTION 3

What is the name of the High Availability agent log? 

A. fdm.log 

B. ha.log 

C. vpxa.log 

D. aam.log 

Correct Answer: A 

Logs from vCenter Server Components on ESXi 5.1 and 5.5 

When an ESXi 5.1 / 5.5 host is managed by vCenter Server 5.1 and 5.5, two components are installed, 

each with its own logs: 

1.

 /var/log/vpxa.log: vCenter Server vpxa agent logs, including communication with vCenter Server and the Host
Management hostd agent. 

2.

 /var/log/fdm.log: vSphere High Availability logs, produced by the fdm service. For more information, see the vSphere
HA Security section of the vSphere Availability Guide. 

Reference: https://kb.vmware.com/selfservice/microsites/search.do?
language=en_USandcmd=displayKCandexternalId=2032076 

 

QUESTION 4

An administrator wants to reduce the memory overhead for a 3D graphics enabled virtual machine (VM). 

What advanced feature can be added to the VM configuration file to reduce memory overhead? 

A. vga.vgaOnly=TRUE 

B. vga.svgaEnable=FALSE 

C. svgaEnabled=FALSE 
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D. svgaDisable=TRUE 

Correct Answer: A 

Reduce Memory Overhead for Virtual machines with 3D graphics Option 

Virtual machines with the 3D graphics option enabled can have higher memory consumption than other 

virtual machines. You can reduce the memory overhead by editing the configuration file (.vmx file) of your 

virtual machines and disabling certain memory related settings. Reducing the memory overhead of virtual 

machines can help you increase the number of virtual machines per host. 

Prerequisites 

Verify that your virtual machines are using hardware version 10 or later. 

Procedure 

1 Shut down the virtual machine on which the 3D graphics option is enabled. 

2 Disable the Accelerate 3D Graphics option. 

3 Upgrade your ESXi host to use the features available in hardware version 10 or later. 

4 Set the maximum size of your display to the size you need. 

5 Locate the configuration file (.vmx) of your virtual machine. 

6 Open the virtual machine configuration file in a text editor and add the line, vga.vgaOnly=TRUE. 

This option removes all graphics and SVGA functionality from your SVGA device, but does not remove the 

settings that allow BIOS to enter VGA mode. 

7 Save the changes and exit the text editor. 

8 Power on your virtual machine and check the display console. 

9 Verify the memory reservation settings in the vmware.log file. 

Reference: 

https://pubs.vmware.com/vsphere-60/index.jsp?topic=%2Fcom.vmware.vsphere.vm_admin.doc%2FGUIDFAB0E2C3-3
474-461D-99BC-549F7E21FE85.html 

 

QUESTION 5

Which password meets ESXi 6.x host password requirements? 

A. 8kMVnn2x! 

B. zNgtnJBA2 
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C. Nvgt34kn44 

D. !b74wr 

Correct Answer: A 

ESXi Passwords 

By default, ESXi enforces requirements for user passwords. 

Your user password must meet the following length requirements. 

1. 

Passwords containing characters from one or two character classes must be at least eight characters long. 

2. 

Passwords containing characters from three character classes must be at least seven characters long. 

3. 

Passwords containing characters from all four character classes must be at least six characters long. 

When you create a password, include a mix of characters from four character classes: lowercase letters, 

uppercase letters, numbers, and special characters such as an underscore or dash. 

The password cannot contain the words root, admin, or administrator in any form. 

Reference: 

https://pubs.vmware.com/vsphere-55/index.jsp?topic=%2Fcom.vmware.vsphere.security.doc%2FGUIDDC96FFDB-
F5F2-43EC-8C73-05ACDAE6BE43.html 

 

QUESTION 6

An administrator wants to clone a virtual machine using the vSphere Client. Which explains why the Clone option is
missing? 

A. The vSphere Client is directly connected to the ESXi host. 

B. The virtual machine is configured with a thin-provisioned virtual disk. 

C. The virtual machine is configured with outdated Virtual Hardware. 

D. Cloning can only be performed with vRealize Orchestrator. 

Correct Answer: A 

Clone a Virtual Machine in the vSphere Client 

Cloning a virtual machine creates a duplicate of the virtual machine with the same configuration and installed software
as the original. Optionally, you can customize the guest operating system of the clone to change the virtual machine
name, network settings, and other properties. This prevents conflicts that can occur if a virtual machine and a clone with
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identical guest operating system settings are deployed simultaneously. 

Prerequisites 

You must be connected to vCenter Server in order to clone a virtual machine. You cannot clone virtual machines if you
connect directly to an ESXi host. 

Reference: https://pubs.vmware.com/vsphere-50/index.jsp?topic=%2Fcom.vmware.vsphere.vm_admin.doc_50%
2FGUID-5C504B67-CDB3-42FC-8B3B-737201A725DD.html 

 

QUESTION 7

An administrator is unable to start the vCenter Server service. The vpxd.log file shows this service failure: 

[13308 error \\'Default\\' opID=622892-371bf717] CoreDump: Unable to write minidump [13308 error \\'Default\\'
opID=622892-371bf717] error -2147024784 : There is not enough space on the disk. 

What is preventing the start of the service? 

A. Insufficient space on the vCenter Server 

B. Insufficient space on the Database Server 

C. Insufficient space on the VMFS volume 

D. Insufficient space on the ESXi ramdisk 

Correct Answer: A 

Symptoms 

1. 

Cannot start VMware VirtualCenter Server service 

2. 

In the vpxd.log file located at C:\ProgramData\VMware\VMware VirtualCenter\Logs\, you see backtraces similar to: 

[VpxdClientAdapter] Got vmacore exception: An operation on a socket could not be performed because the system
lacked sufficient buffer space or because a queue was full [18244 error \\'vpxdvpxdVmomi\\' opID=HB-
host-6161@193472-2b600f1f] [VpxdClientAdapter] Backtrace: --> backtrace[00] rip 000000018018cd7a -->
backtrace[01] rip 0000000180106c48 --> backtrace[02] rip 000000018010803e --> backtrace[03] rip 000000018009
[09356 verbose \\'VpxProfiler\\' opID=HB-host-8535@1072225-79714cc6] [1-] [ORM] Update: vim.vm.ConfigInfo, Id:
12892 (took 0 ms) [12016 error \\'vpxdvpxdVmomi\\' opID=HB-host-154@86503-2d0e7772] [VpxdClientAdapter] Got
vmacore exception: An operation on a socket could not be performed because the system lacked sufficient buffer space
or because a queue was full [12016 error \\'vpxdvpxdVmomi\\' opID=HB-host-154@86503-2d0e7772]
[VpxdClientAdapter] Backtrace: --> backtrace[00] rip 000000018018cd7a 

Cause This issue occurs because vCenter Server does not have sufficient hard disk space to be allocated for the
buffer. 

Reference: https://kb.vmware.com/selfservice/search.do?
cmd=displayKCanddocType=kcanddocTypeID=DT_KB_1_1andexternalId=2083927 
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QUESTION 8

An administrator creates a Private VLAN with a Primary VLAN ID of 2. The administrator than creates three Private
VLANs as follows: 

1.

 Marketing 

2.

 PVLAN ID. 4 

3.

 PVLAN Type. Isolated 

4.

 Accounting 

5.

 PVLAN ID. 5 

6.

 PVLAN Type. Community 

7.

 Secretary 

8.

 PVLAN ID. 17 

9.

 PVLAN Type. Isolated 

Users in the Accounting PVLAN are reporting problems communicating with servers in the Marketing PVLAN. 

Which two actions could the administrator take to resolve this problem? (Choose two.) 

A. Change the PVLAN type for the Accounting network to Promiscuous. 

B. Change the PVLAN ID for the Accounting network to 2. 

C. Change the PVLAN type for Marketing network to Promiscuous. 

D. Change the PVLAN ID for Accounting network to 4. 

Correct Answer: AB 
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Explanation: Please refer to this link for understanding network connectivity issues in detail: https://
kb.vmware.com/selfservice/microsites/search.do?language=en_USandcmd=displayKCandexternalId=1004109 

 

QUESTION 9

A vSphere 6 High Availability cluster has been configured with default settings. Four virtual machines in the cluster have
been configured with these priorities: 

1.

 Prod-DB. High 

2.

 Prod-Email: High 

3.

 Prod-VC. Medium 

4.

 Dev-VDI: Low 

How many VM Overrides would need to be defined at the cluster level to meet the restart priorities? 

A. 1 

B. 2 

C. 3 

D. 4 

Correct Answer: B 

After you create a vSphere HA cluster, you can override the default cluster settings for Restart Priority and Isolation
Response for specific virtual machines. Such overrides are useful for virtual machines that are used for special tasks.
For example, virtual machines that provide infrastructure services like DNS or DHCP might need to be powered on
before other virtual machines in the cluster. VM Overrides the default or defined to meet the restart priorities : 2 are
HIGH and medium, low respectively hence its 2 overrides at cluster level. https://pubs.vmware.com/vsphere-60/topic/co
m.vmware.ICbase/PDF/vsphere-esxi-vcenter-server-60availability-guide.pdf 

 

QUESTION 10

An administrator is writing a kickstart script to upgrade an ESXi 6.x host. In which three locations can the script reside?
(Choose three.) 

A. NFS 

B. USB 

C. HTTP 

2V0-621 Practice Test | 2V0-621 Exam Questions | 2V0-621 Braindumps                              8 / 14

https://www.lead4pass.com/2V0-621.html
https://www.lead4pass.com/2V0-621.html
https://www.lead4pass.com/2V0-621.html


https://www.lead4pass.com/2V0-621.html
2023 Latest lead4pass 2V0-621 PDF and VCE dumps Download

D. TFTP 

E. PXE 

Correct Answer: ABC 

Scripted ESXi installation Running a script is an efficient way to deploy multiple ESXi hosts with an unattended
installation. The installation script contains the configuration data for the ESXi hosts that you want to install. You can 

apply the script to all hosts that you want to have a similar configuration. Notes: 

1. 

The script must be created using supported commands. 

2. 

Ensure you consider all disks that are connected to the host at the time of installation to avoid 

inadvertently overwriting data. Disk names can vary from machine to machine, one of the settings that you 

may want to configure and double check in a script is the disk selection for the ESXi installation. 

3. 

The host installation script must be stored in a location that the host can access by FTP. HTTP, HTTPS, 

NFS, USB flash drive, or CD-ROM drive. The installation media can be mounted on the host locally, 

remotely, or through PXE boot. 

Reference: https://kb.vmware.com/selfservice/microsites/search.do? 

language=en_USandcmd=displayKCandexternalId=2109708#Script 

 

QUESTION 11

Which two statements are true regarding Storage Multipathing Plug-Ins? (Choose two.) 

A. The default Path Selection Policy is VMW_PSP_MRU for iSCSI or FC devices. 

B. The default Path Selection Policy is VMW_PSP_FIXED for iSCSI or FC devices. 

C. VMW_PSP_MRU is typically selected for ALUA arrays by default. 

D. VMW_PSP_FIXED is typically selected for ALUA arrays by default. 

Correct Answer: BC 

: By default, the VMware NMP supports the following PSPs: 

VMW_PSP_MRU The host selects the path that it used most recently. When the path becomes unavailable, the host
selects an alternative path. The host does not revert back to the original path when that path becomes available again.
There is no preferred path setting with the MRU policy. MRU is the default policy for most active-passive storage
devices. Displayed in the vSphere Client as the Most Recently Used (VMware) path selection policy. VMW_PSP_FIXED
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The host uses the designated preferred path, if it has been configured. Otherwise, it selects the first working path
discovered at system boot time. If you want the host to use a particular preferred path, specify it manually. Fixed is the
default policy for most active-active storage devices. Note If the host uses a default preferred path and the path\\'s
status turns to Dead, a new path is selected as preferred. However, if you explicitly designate the preferred path, it will
remain preferred even when it becomes inaccessible. 

Reference: https://pubs.vmware.com/vsphere-51/index.jsp?topic=%2Fcom.vmware.vsphere.storage.doc% 2FGUID-
B7AD0CA0-CBE2-4DB4-A22C-AD323226A257.html 

 

QUESTION 12

An administrator has noticed that virtual machine VM2 in the vApp show in the Exhibit is demonstrating poor
performance. 

Which three changes, if performed separately, would improve the performance of VM2? (Choose three.) 

A. Remove the CPU limit on the vApp. 

B. Remove the CPU limit on the resource pool 

C. Increase the CPU reservation on virtual machine VM1. 

D. Power off virtual machine VM1. 

E. Increase the CPU reservation on virtual machine VM2. 

Correct Answer: ADE 

To improve performance of a virtual machine, first thing that needs to be done is removing CPU limit on the vApp. And
to get maximum resources, the best way is to shut down virtual machine VM1 that contest for the hardware resources.
To give maximum CPU power to VM2, increase CPU reservation for the virtual machine. 

 

QUESTION 13

Refer to the Exhibit. 
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An administrator has configured Distributed Resource Scheduler (DRS) groups and Affinity Rules as shown in the
Exhibit. 

Based on the exhibit, which two statements are true? (Choose two.) 

A. If ESXi-A and ESXi-D failed, VM-A and VM-B would not failover. 

B. A new conflicting affinity rule will be disabled by default. 

C. VM-B and VM-D can run on the same hosts. 

D. The administrator must disable Rule3 in order to enable Rule4. 

Correct Answer: BD 

B-) NOTE If you use the Specify Failover Hosts admission control policy and designate multiple failover hosts, DRS
does not attempt to enforce VM-VM affinity rules for virtual machines that are running on failover hosts. D-) vSphere HA
and DRS Affinity Rules If you create a DRS affinity rule for your cluster, you can specify how vSphere HA applies that
rule during a virtual machine failover. The two types of rules for which you can specify vSphere HA failover behavior are
the following: n VM anti-affinity rules force specified virtual machines to remain apart during failover actions. n VM-Host
affinity rules place specified virtual machines on a particular host or a member of a defined group of hosts during failover
actions. When you edit a DRS affinity rule, select the checkbox or checkboxes that enforce the desired failover behavior
for vSphere HA. n HA must respect VM anti-affinity rules during failover -- if VMs with this rule would be placed together,
the failover is aborted. https://pubs.vmware.com/vsphere-60/topic/com.vmware.ICbase/PDF/vsphere-esxi-vcenter-
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server-60availability-guide.pdf 

 

QUESTION 14

An administrator notices that 8 out of 10 virtual machines have memory ballooning and swapping. However, virtual
machine 9 is not ballooning or swapping and virtual machine 10 is not ballooning but is swapping. 

Which two statements explain the behavior of virtual machine 9 and virtual machine 10? (Choose two.) 

A. Virtual machine 9 has a 100% memory reservation. 

B. Virtual machine 10 has a memory limit configured. 

C. Virtual machine 9 has memory shares set to HIGH. 

D. Virtual machine 10 does not have VMware Tools enabled or installed. 

Correct Answer: AD 

If the memory usage value is high, and the host has high ballooning or swapping, check the amount of free physical
memory on the host. A free memory value of 6% or less indicates that the host cannot handle the demand for memory.
This leads to memory reclamation, which might degrade performance. If the host has enough free memory, check the
resource shares, reservation, and limit settings of the virtual machines and resource pools on the host. Verify that the
host settings are adequate and not lower than those set for the virtual machines. D-) Verify that VMware Tools is
installed on each virtual machine. The balloon driver is installed with VMware Tools and is critical to performance. If
Vmware tools are not installed/outdated showing on summary tab Ballooning will not work hence swapping will work
because it has nothing to do with ballooning. Fact: If memory is not available the memory can med mapped to the .vswp
file on a vmfs or nfs datastore. The virtual machine has no knowledge if the memory is mapped to physical memory or to
a disk. This is called hypervisor swapping, and this is the last resort for the vmkernel to use this mechanism.(Internal
vmware KB article but for external you may check VMBlog or external links: https://kb.vmware.com/
selfservice/microsites/search.do? language=en_USandcmd=displayKCandexternalId=1003470) 

 

QUESTION 15

Which two settings are required for Virtual Machine Component Protection (VMCP) to protect from All Paths Down
(APD) and Permanent Device Loss (PDL)? (Choose two.) 

A. Host Monitoring 

B. VM Restart Priority 

C. Virtual machine Monitoring 

D. Response for Host Isolation 

Correct Answer: AB 

If either the Host Monitoring or VM Restart Priority settings are disabled, VMCP cannot perform virtual machine restarts.
Storage health can still be monitored and events can be issued, Reference: https://pubs.vmware.com/vsphere60/index.j
sp?topic=%2Fcom.vmware.vsphere.avail.doc%2FGUIDF01F7EB8-FF9D-45E2-A093-5F56A788D027.html 
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