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QUESTION 1

Which IPv6 multicast address is reserved for use by all PIM routers? 

A. ff02::39 

B. ff02::13 

C. ff02::d 

D. ff02::17 

Correct Answer: C 

 

QUESTION 2

Refer to the exhibit. Which path is selected as best path? 

A. path 1, because it is learned from IGP 

B. path 1, because the metric is the lowest 

C. path 2, because it is external 

D. path 2, because it has the higher router ID 

Correct Answer: B 

 

QUESTION 3

Multi Protocol Label Switching (MPLS) is a data-carrying mechanism that belongs to the family of packet-switched
networks. For an MPLS label, if the stack bit is set to1, which option is true? 

A. The stack bit will only be used when LDP is the label distribution protocol 
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B. The label is the last entry in the label stack. 

C. The stack bit is for Cisco implementations exclusively and will only be used when TDP is the label distribution
protocol. 

D. The stack bit is reserved for future use. 

Correct Answer: B 

 

QUESTION 4

What is the correct command to set the router ID for an OSPFv3 process? 

A. router-id 1.2.3.4 

B. router-id 2011::1 

C. router-id Loopback0 

D. router-id FF02::5 

Correct Answer: A 

 

QUESTION 5

Refer to the exhibit. You are investigating connectivity issues on your LAN and have noticed that sometimes you cannot
use Telnet from RTA to RTB. Sometimes, Telnet sessions will disconnect on RTA with the message "connection reset
by peer." However, you can ping from RTA to RTB at all times. 

What is most likely the cause of this issue? 

A. Quality of service is configured on RTA, limiting the Telnet sessions. 

B. Quality of service is configured on RTB, limiting the Telnet sessions. 

C. Control Plane Policing is configured on RTB, limiting the Telnet sessions. 

D. On router RTB, the "login block" mode went to a "quiet period" for the IP address of RTA. 

E. Another device that is connected to the switch is using the same IP address as RTB. 

F. Another device that is connected to the switch is using the same MAC address as RTB. 

Correct Answer: E 
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QUESTION 6

Refer to the exhibit. R4 is configured as an OSPF stub; however, R4 should still be learning the OSPF LSA type 3
interarea routes from 209.165.202.130. 

Which action will solve this issue? 

A. Remove any route maps from R4 that are filtering the incoming OSPF updates. 

B. Enable sending summary LSA\\'s by removing no-summary from the stub command on the ABR. 

C. Enable sending summary LSA\\'s by removing no-summary from the stub command on the ASBR. 

D. Control of interarea route propagation is best handled with EIGRP. 

Correct Answer: B 

 

 

QUESTION 7

The classic Spanning Tree Protocol (802.1 D 1998) uses which sequence of variables to determine the best received
BPDU? 

A. 1) lowest root bridge id, 2) lowest sender bridge id, 3) lowest port id, 4) lowest root path cost 

B. 1) lowest root path cost, 2) lowest root bridge id, 3) lowest sender bridge id, 4) lowest sender port id 

C. 1) lowest root bridge id, 2) lowest sender bridge id, 3) lowest root path cost 4) lowest sender port id 

D. 1) lowest root bridge id, 2) lowest root path cost, 3) lowest sender bridge id, 4) lowest sender port id 

Correct Answer: D 
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QUESTION 8

In Frame Relay, the Discard Eligible bit works in conjunction with which of these mechanisms as part of congestion
control? 

A. type of service (TOS) settings 

B. class of service (COS) settings 

C. Frame Relay traffic shaping (FRTS) settings 

D. forward explicit congestion notification (FECN) settings 

E. differentiated services code point (DSCP) Settings 

Correct Answer: D 

 

QUESTION 9

Refer to the exhibit. What would be the security risk when you are using the above configuration? 

A. The locally configured users would override the TACACS+ security policy. 

B. It would be impossible to log in to the router if the TACACS+ server is down. 

C. The default login policy would override the TACACS+ configuration. 

D. If the TACACS+ server failed, no authentication would be required. 

Correct Answer: D 

 

QUESTION 10

You replaced your Layer 3 switch, which is the default gateway of the end users. Many users cannot access anything
now, including email, Internet, and other applications, although other users do not have any issues. All of the
applications are hosted in an outsourced data center. 

In order to fix the problem, which one of these actions should you take? 

A. Clear the MAC address table in the switch. 

B. Clear the ARP cache in the switch. 

C. Clear the ARP cache in the end devices. 
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D. Clear the ARP cache in the application servers. 

Correct Answer: C 

 

 

QUESTION 11

Observe the following network presented in this exhibit carefully. Assume that all routers are running EIGRP in AS 100
on all connected links. If the link between R3 and R4 is down, how many queries will R5 and R6 receive? 

A. R5 will receive two queries, one for 192.168.1.0/24 and one for 192.168.2.0/24. R6 will receive one query, for
192.168.2.0/24. 

B. R5 will receive one query, for 192.168.1.0/24, and R6 will receive no queries 

C. Both R5 and R6 will receive two queries, one for 192.168.1.0/24 and one for 192.168.2.0/24 

D. Neither R5 nor R6 will receive any queries for either 192.168.1.0/24 or 192.168.2.0/24. 

Correct Answer: A 

 

QUESTION 12

An administrator of a peer-to-peer server application reports that the maximum bandwidth that his application receives is
90 Mb/s. You have an 8-port, 100-Mb/s EtherChannel bundle on the switching infrastructure between the two servers,
resulting in a bidirectional throughput of more than what is recorded. 

Which two solutions would allow for more bandwidth for the application? (Choose two) 

A. Change the EtherChannel default hashing algorithm from XOR to use source port Layer 4 port load balancing to
better load balance the traffic 

B. Change the EtherChannel default hashing algorithm from XOR to use destination Layer 4 port load balancing to
better load balance the traffic 
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C. Have the application recoded to use multiple connections instead of a single connection so EtherChannel can better
load balance the traffic 

D. Upgrade the CPU and memory of the compute devices so they can better process traffic 

E. Upgrade the EtherChannel bundle to a single gigabit link because EtherChannel is not well suited for single-
connection traffic 

Correct Answer: CE 
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