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QUESTION 1

Refer to the exhibit. 

The inside and outside interfaces in the NAT configuration of this device have been correctly identified. What is the
effect of this configuration? 

A. dynamic NAT 

B. NAT64 

C. PAT 

D. static NAT 

Correct Answer: C 

The command "ip nat inside source list 1 interface gigabitethernet0/0 overload" translates all source addresses that
pass access list 1, which means 172.16.1.0/24 subnet, into an address assigned to gigabitethernet0/0 interface.
Overload keyword allows to map multiple IP addresses to a single registered IP address (many- to-one) by using
different ports so it is called Port Address Translation (PAT). 

 

QUESTION 2

A client with IP address 209 16b 201 2b must access a web server on port 80 at 209 I6b.200.22b. To allow this traffic.
an engineer must add a statement to an access control list that is applied in the inbound direction on the port connecting
to the web server Which statement allows this traffic? 

A. permit tcp host 209 165 200 225 eq 80 host 209.165.201.25 

B. permit tcp host 209 165.201 25 host 209.165.200.225 eq 80 

C. permit tcp host 209.165.200 225 It 80 host 209.165.201.25 

D. permit tcp host 209.165.200.225 host 209.165.201.25 eq 80 

Correct Answer: B 

 

QUESTION 3

……..commands or command set must be used? (Choose two.) 
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A. Option A 

B. Option B 

C. Option C 

D. Option D 

E. Option E 

Correct Answer: CD 

 

 

QUESTION 4

DRAG DROP 

Drag and drop the characteristic from the left onto the orchestration tools that they describe on the right. 

Select and Place: 
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Correct Answer: 

Ansible 

uses playbooks procedural 

Puppet

uses a pull model declarative 

 

QUESTION 5

Refer to the exhibit. 
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How should the programmer access the list of VLANs that were received via the API call? 

A. VlanNames[‘response’] 

B. VlanNames[0] 

C. VlanNames[‘Vlan1’] 

D. list(VlanNames) 

Correct Answer: A 

>>> VlanNames = {\\'response\\':[\\'vlan1\\',\\'vlan2\\',\\'vlan3\\'],\\'version\\':\\'1.0\\'} 

>>> VlanNames[\\'response\\'] 

[\\'vlan1\\', \\'vlan2\\', \\'vlan3\\'] 

 

QUESTION 6

What does the destination MAC on the outer MAC header identify in a VXLAN packet? 

A. thee emote spine 

B. the next hop 

C. the leaf switch 

D. the remote switch 

Correct Answer: B 

 

QUESTION 7

A network administrator is preparing a Python scrip to configure a Cisco IOS XE-based device on the network. The
administrator is worried that colleagues will make changes to the device while the script is running. Which operation of
he in client manager prevent colleague making changes to the device while the scrip is running? 

A. m.lock(config=\\'running\\') 
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B. m.lock(target=\\'running\\') 

C. m.freeze(target=\\'running\\') 

D. m.freeze(config=\\'running\\') 

Correct Answer: B 

The example below shows the usage of lock command: 

def demo(host, user, names): 

With manager. Connect(host=host, port=22, username=user) as m: 

With m.locked(target=\\'running\\'): 

for n in names: 

m.edit_config (target=\\'running\\', config=template % n) 

The command "m.locked (target=\\'running\\')" causes a lock to be acquired on the running datastore. 

 

QUESTION 8

Refer to the exhibit. 

An engineer attempts to configure a router on a stick to route packets between Clients, Servers, and Printers; however,
initial tests show that this configuration is not working. Which command set resolves this issue? 
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A. Option A 

B. Option B 

C. Option C 

D. Option D 

Correct Answer: C 

We must reconfigure the IP address after assigning or removing an interface to a VRF. Otherwise that interface does
not have an IP address. 

 

QUESTION 9

Refer to the exhibit. 
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Which configuration must be applied to ensure that the preferred path for traffic from AS 65010 toward AS 65020 uses
the R2 to R4 path? 

A. R4(config)# router bgp 65020 R4(config-router)# bgp default local-preference 300 R5(config)# router bgp 65020
R5(config-router)# bgp default local-preference 200 

B. R2(config)# router bgp 65010 R2(config-router)# bgp default local-preference 300 R1(config)# router bgp 65010
R1(config-router)# bgp default local-preference 200 

C. R2(config)# router bgp 65010 R2(config-router)# bgp default local-preference 200 R1(config)# router bgp 65010
R1(config-router)# bgp default local-preference 300 

D. R4(config)# router bgp 65020 R4(config-router)# bgp default local-preference 200 R5(config)# router bgp 65020
R5(config-router)# bgp default local-preference 300 

Correct Answer: B 

 

 

QUESTION 10

An engineer must configure the strongest password authentication to locally authenticate on a router. Which
configuration must be used? 

A. username netadmin secret 5 $1$b1JUSkZbBS1Pyh4OzwXyZ1kSZ2 

B. username netadmin secret $15b1JuSk404850110QzwXyZ1k SZ2 

C. line Console 0 password $15b1Ju$ 

D. username netadmin secret 9 $9$vFpMfBelbRVV8SseX/bDAxtuV 

Correct Answer: D 

Scrypt is safer than MD5, so answer A is wrong and answer D is correct 

R1(config)#username user secret 0 Specifies an UNENCRYPTED secret will follow5 Specifies a MD5 HASHED secret
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will follow8 Specifies a PBKDF2 HASHED secret will follow9 Specifies a SCRYPT HASHED secret will follow Encryption
types not explicitly specifiedLINE The UNENCRYPTED (cleartext) user secretLINE The UNENCRYPTED (cleartext)
user secret 

 

QUESTION 11

What does the Cisco DNA Center Authentication API provide? 

A. list of global issues that are logged in Cisco DNA Center 

B. access token to make calls to Cisco DNA Center 

C. list of VLAN names 

D. dent health status 

Correct Answer: B 

 

QUESTION 12

What is the result when an active route processor fails in a design that combines NSF with SSO? 

A. An NSF-aware device immediately updates the standby route processor RIB without churning the network 

B. The standby route processor temporarily forwards packets until route convergence is complete 

C. An NSF-capable device immediately updates the standby route processor RIB without churning the network 

D. The standby route processor immediately takes control and forwards packets along known routes 

Correct Answer: D 

Stateful Switchover Routers specifically designed for high availability include hardware redundancy, such as dual power
supplies and route processors (RPs). An RP is responsible for learning the network topology and building the route table
(RIB). An RP failure can trigger routing protocol adjacencies to reset, resulting in packet loss and network instability.
During an RP failure, it may be more desirable to hide the failure and allow the router to continue forwarding packets
using the previously programmed CEF table entries rather than temporarily drop packets while waiting for the secondary
RP to reestablish the routing protocol adjacencies and rebuild the forwarding table. 

Stateful switchover (SSO) is a redundancy feature that allows a Cisco router with two RPs to synchronize router
configuration and control plane state information. The process of mirroring information between RPs is referred to as
checkpointing. SSO-enabled routers always checkpoint line card operation and Layer 2 protocol states. During a
switchover, the standby RP immediately takes control and prevents basic problems such as interface link flaps.
However, Layer 3 packet forwarding is disrupted without additional configuration. 

The RP switchover triggers a routing protocol adjacency flap that clears the route table. When the routing table is
cleared, the CEF entries are purged, and traffic is no longer routed until the network topology is relearned and the
forwarding table is reprogrammed. Enabling nonstop forwarding (NSF) or nonstop routing (NSR) high availability
capabilities informs the router(s) to maintain the CEF entries for a short duration and continue forwarding packets
through an RP failure until the control plane recovers. 
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QUESTION 13

Refer to the exhibit. 

All switches are configured with the default port priority value. Which two commands ensure that traffic from PC1 is
forwarded over Gi1/3 trunk port between DWS1 and DSW2? (Choose two) 

A. DSW2(config-if)#spanning-tree port-priority 128 

B. DSW2(config-if)#spanning-tree port-priority 16 

C. DSW2(config-if)#interface gi1/3 

D. DSW1(config-if)#interface gi1/3 

E. DWS1(config-if)#spanning-tree port-priority 0 

Correct Answer: BC 

 

 

QUESTION 14

Refer to the exhibit. Which command must be applied to R2 for an OSPF neighborship to form? 

Latest 350-401 Dumps | 350-401 PDF Dumps | 350-401 Braindumps                             11 / 14

https://www.lead4pass.com/350-401.html
https://www.lead4pass.com/350-401.html
https://www.lead4pass.com/350-401.html


https://www.lead4pass.com/350-401.html
2023 Latest lead4pass 350-401 PDF and VCE dumps Download

A. network 20.1.1.2.0.0.0.0 area 0 

B. network 20.1.1.2 255.255.0.0. area 0 

C. network 20.1.1.2.0.0.255.255 area 0 

D. network 20.1.1.2 255.255.255 area 0 

Correct Answer: A 

The network 20.0.0.0 0.0.0.255 area 0 command on R2 did not cover the IP address of Fa1/1 interface of R2 so OSPF
did not run on this interface. Therefore we have to use the command network 20.1.1.2 0.0.255.255 area 0 to turn on
OSPF on this interface. Note: The command network 20.1.1.2 0.0.255.255 area 0 can be used too so this answer is
also correct but answer C is the best answer here. The network 0.0.0.0 255.255.255.255 area 0 command on R1 will
run OSPF on all active 

 

QUESTION 15

DRAG DROP 

Drag and drop the characteristics from the left onto the deployment model on the right. 

Select and Place: 
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Correct Answer: 
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