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QUESTION 1

An architect is helping an organization with the Conceptual Design of an NSX-T Data Center solution. This information
was gathered by the architect during the Discover Task of the Engagement Lifecycle: 

1. 

Existing hardware will be used In any design proposal. 

2. 

Network bandwidth cannot be expanded. 

Which concept of the Discover Task do these items belong to? 

A. requirement 

B. risk 

C. constraint 

D. assumption 

Correct Answer: C 

 

QUESTION 2

An architect is helping an organization with the Physical Design of an NSX-T Data Center solution. 

1.

 This information was gathered during a workshop: 

2.

 Some workloads should be moved to a Cloud Provider. 

3.

 Extend network\\'s VLAN or VNI across sites on the same broadcast domain. 

4.

 Enable VM mobility use cases such as migration and disaster recovery without IP address changes. 

5.

 Support 1500 byte MTU between sites. 

Which should the architect include in their design? 

A. SSL VPN 
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B. Reflexive NAT 

C. L2 VPN 

D. Load Balancer 

Correct Answer: C 

NSX-T doesn\\'t support sslvpn, reflexive NATand LB don\\'t solve the ask. L2VPN will stretch across sites and to Cloud
Providers. 

 

QUESTION 3

An architect is helping an organization with the Logical Design of an NSX-T Data Center solution. This information was
gathered during the Assessment Phase: 

1.

 Maximum performance and availability is required between the physical and virtual network. 

2.

 Load Balancing service is required for back-end web servers. 

3.

 NAT is required. 

Which should the architect include in their design? 

A. Deploy a Tler-1 gateway and connect It to an Active/Active Tier-0 gateway with ECMP configured. 

B. Deploy an Active/Active Tier-0 gateway and configure ECMP. 

C. Create two separate VLANs to connect the Tier-0 gateway upstream traffic and configure ECMP. 

D. Deploy an Active/Passive Tier-0 gateway and configure ECMP. 

Correct Answer: A 

Option A is required (even though BandC are technically correct for parts of the requirement). 

Stateful services (LB) can\\'t be on the same gateway as ECMPgateway. 

https://docs.vmware.com/en/VMware-NSX-T-Data-Center/2.4/administration/GUID-DAEF8457-
83634F33-84DA-68AA36A2DE3C.html 

https://vnuggets.com/2019/09/13/nsx-t-inline-and-onearm-load-balancing-part1/ https:// 

nsx.techzone.vmware.com/resource/vmware-nsx-t-design-guide-designing-environments-nsx-t 

 

QUESTION 4
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An architect is helping an organization design an NSX-T Data Center solution. This information was gathered during a
workshop: 

1. 

There are three LUNs In the storage array. 

2. 

There is no additional budget to purchase any more hardware. 

3. 

LUN 1 usage is 90% and is configured with a high-performance profile. 

4. 

LUN 2 usage is 75% and is configured with a high availability profile. 

5. 

LUN 3 usage is 60% and is configured with a balanced performance/availability profile. 

6. 

A highly available NSX Management cluster is required. 

7. 

ECMP routing is required. 

Which should the architect recommend for the organization\\'s NSX-T Datacenter environment? 

A. Place all three NSX Managers on LUN 2 for high availability. 

B. Place all three NSX Managers on LUN 1 to avoid latency. 

C. Spread the NSX Managers across LUN 2 and LUN 3. 

D. Spread the NSX Managers across the three LUNs. 

Correct Answer: D 

Even though the LUN itself is "HA", the fact remains it is a S.P.o.F. and must not have all the managers running on it.
While (C) seems fine, because LUN2 is "HA", if either LUN goes offline that holds 2 managers then you have lost
quorum and will effectively be down w/o a mgmt. cluster. 

 

QUESTION 5

An architect is helping an organization with the Physical Design of an NSX-T Data Center solution. This information was
gathered during a workshop: 

1. 

Any proposed solution must provide low latency. 
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2. 

Any proposed solution must provide high throughput. 

3. 

Customer is running stock trading applications. 

Which two should the architect recommend to meet high-performance workload requirements? (Choose two.) 

A. Enable enhanced data path mode on the N-VDS. 

B. Leverage ESX as the compute host. 

C. Leverage KVM as the compute host. 

D. Enable latency sensitivity mode on the N-VDS. 

E. Use LACP for all uplink profiles. 

Correct Answer: AD 

https://docs.vmware.com/en/VMware-NSX-T-Data-
Center/2.3/com.vmware.nsxt.install.doc/GUIDF459E3E4-F5F2-4032-A723-07D4051EFF8D.html --vetted 

 

QUESTION 6

An architect is helping an organization with the Logical Design of an NSX-T Data Center solution. This information was
gathered during the Assessment Phase: 

1. 

Any solution should add more value to current and future customers engagements. 

2. 

The solution should improve the company\\'s operational efficiency. 

3. 

The design should offer agility and freedom for application phases. 

4. 

There should be improvement in application life cycle SLAs. 

5. 

Current physical solution is composed of many vendors taking care of many layers of security, but it is getting complex.
A reduction in complexity will be something expected from any solution. 

6. 

Current business continuity and disaster recovery plans are based on tape technology. A public cloud class of service
should be party of any new solution. 
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7. 

Scripts are used for repeatable tasks in combination with many open source tools. 

8. 

Delays are Incurred with new marketing campaigns because an external IT services company must be hired.
Campaigns must be accelerated with any new solution. 

9. 

All application servers have hardcoded IP addresses. 

10. 

Different vendors are used for our storage solution. 

11. 

The time line before an upcoming freeze period is soon. 

Which two statements should the architect consider as non technical requirements? (Choose two.) 

A. statement 4 

B. statement 1 

C. statement 11 

D. statement 6 

E. statement 9 

Correct Answer: AB 

-Non-functional/Non-Technical requirements describe how the system is supposed to behave. These are also known as
Business Requirements. I have bolded every B.Req and highlighted the correct answers that were available to be
chosen. 

 

QUESTION 7

An architect is helping an organization with the Physical Design of an NSX-T Data Center solution and resolving a
network throughput bottleneck. This information was gathered during a workshop: 

1. 

A VM running a business critical application Is peaking at ~5Gbps 

2. 

Current host uplink is configured as Active/Standby with two 10Gb NICs. 

3. 

The installed server NIC model does not support GENEVE offload. 
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4. 

All VM traffic is East/West. 

5. 

The business critical application VM communicates with multiple client VMs. 

Which should the architect recommend to improve vSphere VM throughput? 

A. Configure the Transport Node Uplink Profile to use a Load Balance Source teaming policy with two active uplinks. 

B. Deploy an additional Edge Node to the Edge Node Cluster. 

C. Replace the existing network switches and routers with newer higher-performance. 

D. Replace the existing NICs with a model that supports GENEVE offload. 

Correct Answer: D 

(D) will perform the necessary offload to greatly improve performance. The 5GBps isn\\'t saturating the actual pNIC, and
while switching the uplink to active/active will help some, the issue will come back during a pNIC failure. 

 

QUESTION 8

Which NSX-T feature is used to allocate the network bandwidth to business-critical applications and to resolve situations
where several types of traffic compete for common resources? 

A. LAG Uplink Profile 

B. Transport Node Profiles 

C. LLDP Profile 

D. Network I/O Control Profiles 

Correct Answer: D 

https://docs.vmware.com/en/VMware-NSX-T-Data-Center/2.2/com.vmware.nsxt.install.doc/GUID9A8FD62A-
F099-4329-8220-6D5853F9A62D.html Use the Network I/O Control (NIOC) profile to allocate the network bandwidth to
business-critical applications and to resolve situations where several types of traffic compete for common resources.
NIOC profile introduces a mechanism to reserve bandwidth for system traffic based on the capacity of the physical
adapters on a host. Version 3 of the Network I/O Control feature offers improved network resource reservation and
allocation across the entire switch. Network I/O Control version 3 for NSX-T supports resource management of system
traffic related to virtual machines and to infrastructure services, such as vSphere Fault Tolerance, and so on. System
traffic is strictly associated with an vSphere ESXi host. 

 

QUESTION 9

What would an architect recommend to a customer that wants to extend management to an additional data center
through Layer 2, but does not want to add additional NSX-T licensing? 

A. Deploy a standalone Edge as the L2 VPN client. 
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B. Deploy a standalone NSX Controller. 

C. Deploy a standalone NSX Manager. 

D. Deploy a standalone Edge as the IPSec VPN. 

Correct Answer: D 

IPSec VPN is really your only way as you aren\\'t stretching layer 2 but instead just connecting networks securely.
(BandC) are not possible or not really in line with whats being asked. 

 

QUESTION 10

Which two benefits can be achieved using in-band management of an NSX Bare Metal Edge Node? (Choose two.) 

A. Reduces egress data. 

B. Reduces storage requirements. 

C. Preserves switchports on TOR. 

D. Reduces cost. 

E. Preserves packet locality. 

Correct Answer: CD 

There isn\\'t much if anything about using in-band instead of out of band except for that you are no longer required to
have a dedicated nic for mgmt. like you used to on NSX-T 2.3 and previous. This means CandD are really the only
"benefits". 
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