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QUESTION 1

Which of the following statements regarding the stub area in OSPF are true? 

A. A virtual link cannot pass through a stub area. 

B. A backbone area cannot be configured as a stub area. 

C. Type 7 LSAs cannot be flooded to a stub area. 

D. A stub area contains no ASBR. 

Correct Answer: ABD 

Reference: https://support.huawei.com/enterprise/de/doc/EDOC1000141870/4c544c36/example-forconfiguring-an-ospf-
stub-area 

 

QUESTION 2

A BGP connection goes down after being successfully set up. What is not possible cause for this problem? 

A. Negotiation of parameters in Open packets fails. 

B. Mandatory attributes in Update packets are missing. 

C. Error BGP packets are received. 

D. After the BGP connection is set up, no Keepalive packet is received within the negotiated holdtime. 

Correct Answer: B 

 

QUESTION 3

The cross-channel aggregates the data flow and the stacked device chains to implement the transmitter replacement,
but because of the limited cable bandwidth between the stacked devices, Which of the following ways to improve
efficiency over forwarding? 

A. Pass stack card Connect stack connected device 

B. Enable stacking multi-master function Check 

C. Configure stacking system MAC address switching 

D. Enable traffic local first priority 

Correct Answer: D 

 

QUESTION 4
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On the network shown in the figure below, SW1, SW2 and SW3 are deployed. SW1 is the root bridge, link congestion
occurs between SW1 and SW2, and SW2 cannot receive configuration BPDUs sent by the root bridge. Given this
information, which of the following spanning tree protection mechanisms needs to be configured to prevent problems
caused by link congestion? 

A. Defense against TC BPDU attacks 

B. Root protection 

C. BPDU protection 

D. Loop protection 

Correct Answer: B 

 

 

QUESTION 5

On a RIPng network, configure a router to advertise the default route to the entire network. Which of the following
configurations is correct? 

A. [Huawei]ripng 1 [Huawei-ripng-1]import-route static cost 2 [Huawei-ripng-1]quit [Huawei]ipv6 route-static :: 0 NULL0 

B. [Huawei]ripng 1 [Huawei-ripng-1]import-route static cost 2 [Huawei-ripng-1]quit [Huawei]ipv6 route-static :: 0
2001:19:9 

C. [Huawei]ripng 1 [Huawei-ripng-1] ripng default-route originate [Huawei-ripng-1]quit 

D. [Huawei]interface GigabitEthernet0/0/1 [Huawei-GigabitEthernet0/0/1]ipv6 enable [Huawei- GigabitEthernet0/0/1]ipv6
address 2001::12::1/64 [Huawei-GigabitEthernet0/0/1]ripng 1 enable [Huawei-GigabitEthernet0/0/1]ripng default-route
originate 

[Huawei-GigabitEthernet0/0/1]quit 

Correct Answer: D 
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QUESTION 6

Which of the following statements regarding the process of sending and receiving data frames on a port in access link-
type is true? 

A. Tagged data frames that are received are directly discarded. 

B. Only untagged data frames are received. 

C. VLAN tags are removed before data frames are sent. 

D. A switch learns the destination MAC address in the data frames when they are received on the switch\\'s port. 

Correct Answer: D 

 

QUESTION 7

Which of the following statements regarding CE dual-homing features is false? 

A. The VRFs of two PEs connected to the same CE can belong to different VPNs. 

B. In the CE dual-homing networking, loops may occur. You can usq route-tag to resolve this issue. 

C. A CE dual-homing network where a CE is connected to two PEs ensure high network reliability. 

D. A CE connects to the backbone network through two links that work in load balancing or primary/ secondary mode. 

Correct Answer: D 

Reference: https://support.huawei.com/enterprise/en/doc/EDOC1000178425/455e0daa/example-forconfiguring-ce-dual-
homing 

 

QUESTION 8

The ip ip-prefix ip-prefix-name [ index index-number ] {permit | deny} ipv4 address mask-length [ greater-equal greater-
equal-value ] [ less-equal- less-equal-value ] command is used to configure an IP prefix list for route filtering. If the less-
equal parameter of an IP prefix list is specified in this command but the greater-equal parameter is not specified, what is
the range of the created IP prefix list? 

A. [mask-length, less-equal-value] 

B. [less-equal-value, 32] 

C. Unlimited 

D. [0, less-equal-value] 

Correct Answer: B 
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QUESTION 9

On an intra-AS MPLS BGP VPN, data packets are encapsulated with two MPLS labels before being sent to the public
network. Which of the following statements regarding the labels is false? 

A. By default, a router assigns the same label value to all VPNv4 routes destined for the remote PE. 

B. The egress PE uses the inner label to determine the egress CE to which packets are sent. 

C. Two labels are used on an MPLS BGP VPN: public network label (outer label) and VPN label (inner label). 

D. VPN labels are distributed by MP-BGP when routing information is transmitted. Public network labels are distributed
by LDP. 

Correct Answer: B 

 

QUESTION 10

Which of the following statements regarding route import is false? 

A. Importing IBGP routes into the OSPF process may cause routing loops. 

B. By default, the metric of external routes imported into the OSPF process \s 1 and the type of imported external routes
is Type 2. 

C. BGP can generate routes in either Import or Network mode. The Network mode is more precise than the Import
mode. 

D. After IS-IS Level-2 routes are imported to an ISTS Level-1 area, routing loops occur if no route import policy is
manually configured. 

Correct Answer: A 

 

QUESTION 11

Which of the following AS-paths can be matched by the AS-Path filter configured using the ip as- path-filter 1 permit
^12.*74$ command? 

A. AS_Path (32 1274 23) 

B. AS_Path (125 328 74 23) 

C. AS_Path (123 621 743 2374) 

D. AS_Path (321 12 2374) 

Correct Answer: C 

 

QUESTION 12

The five classes in the OSPF LSA LSA are used for external route delivery. 

H12-261 Practice Test | H12-261 Exam Questions | H12-261 Braindumps                                5 / 8

https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html


https://www.lead4pass.com/h12-261.html
2023 Latest lead4pass H12-261 PDF and VCE dumps Download

A. The external routing meter can be calculated by the ASBR LSA LSA in the same area as the router in the same
area. 

B. The strategies for configuring the phase can be five ABR ASBR LSA should filter the class 

C. Category 5 LSA ASBR Stub/NSSA OSPF is advertised and flooded in the network in the non-region 

D. In the five types of LSA FA FA 0.0.0.0, the address is included, but the reservation is not effective. 

Correct Answer: D 

 

QUESTION 13

In the shared network, which mechanism is used to prevent duplicate traffic PIM-SM? 

A. Register mechanism 

B. BSR/RP mechanism 

C. Assert mechanism 

D. Join/Prune mechanism 

Correct Answer: C 

 

QUESTION 14

On a shared network, which of the following mechanisms is used by PIM-SM to prevent duplicate traffic? 

A. Register mechanism 

B. BSR/RP mechanism 

C. Assert mechanism 

D. Join/Prune mechanism 

Correct Answer: C 

 

QUESTION 15

ISIS DIS DIS ?( ) will access the election in the broadcast multiplex network. The following is correct. 

A. ISIS DIS MAC is better than the first-ranked election. If it is consistent, it is better than the priority. 

B. DIS CSNP is sent periodically to send messages to keep the data synchronization certificate 

C. Accessing the network in a broadcast multiplex network, sending DIS Hello PDUs at a rate of three times 

D. DIS DIS LSP support occupies the function, the new one occupies the success, does not need to flood any text 
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Correct Answer: ABC 

H12-261 Practice Test H12-261 Exam Questions H12-261 Braindumps

H12-261 Practice Test | H12-261 Exam Questions | H12-261 Braindumps                                7 / 8

https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html


https://www.lead4pass.com/h12-261.html
2023 Latest lead4pass H12-261 PDF and VCE dumps Download

To Read the Whole Q&As, please purchase the Complete Version from Our website.

Try our product !

100% Guaranteed Success
100% Money Back Guarantee
365 Days Free Update
Instant Download After Purchase
24x7 Customer Support
Average 99.9% Success Rate
More than 800,000 Satisfied Customers Worldwide
Multi-Platform capabilities - Windows, Mac, Android, iPhone, iPod, iPad, Kindle

We provide exam PDF and VCE of Cisco, Microsoft, IBM, CompTIA, Oracle and other IT Certifications.
You can view Vendor list of All Certification Exams offered:

https://www.lead4pass.com/allproducts

Need Help
Please provide as much detail as possible so we can best assist you.
To update a previously submitted ticket:

Any charges made through this site will appear as Global Simulators Limited.
All trademarks are the property of their respective owners.

Copyright © lead4pass, All Rights Reserved.

Powered by TCPDF (www.tcpdf.org)

H12-261 Practice Test | H12-261 Exam Questions | H12-261 Braindumps                                8 / 8

https://secure.livechatinc.com/licence/8041871/v2/open_chat.cgi
http://www.tcpdf.org
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html
https://www.lead4pass.com/h12-261.html

