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QUESTION 1

A company is deploying an HP Unified Wired-Wireless controller solution with an HP BYOD solution. Guests will
connect to an open Guest SSID and be redirected by their default gateway to a portal hosted by User Access Manager
(UAM). The default gateway is a Comware routing device. 

The administrator has set up portal authentication on the Comware device to implement the redirect. The administrator
asks the BYOD solution designer about the correct RADIUS and domain settings for portal authentication on the switch.
What should the BYOD solution designer explain to the administrator? 

A. The administrator does not need to make any changes as long as the switch is managed by IMC. UAM will
automatically access the managed switch and configure the correct settings. 

B. These settings are not necessary because the UAM BYOD portal automatically handles the authentication and then
forces the guest to reconnect the SSID and authenticate with MAC-Auth. 

C. The RADIUS scheme and domain must be configured with the same settings that would be used for traditional portal
authentication to UAM. In addition, the RADIUS scheme must use the standard server type. 

D. The RADIUS scheme and domain must be configured with the same settings that would be used for traditional portal
authentication to UAM. In addition, the RADIUS scheme must enable transparent MAC authentication. 

Correct Answer: D 

 

 

QUESTION 2

A company is considering TRILL and SPBM as options for the data center architecture. The company is interested in
how the solution handles load-balancing unicast traffic. What correctly describes the TRILL and SPBM options? 

A. TRILL can use Equal Cost Multi-Path (ECMP). SPBM selects one best path to each SPBM switch in each B-VLAN,
but can select different paths for different B-VLANs 

B. SPBM can use Equal Cost Multi-Path (ECMP). TRILL does not support ECMP for unicasts, but can load-balance
multicast, depending on the tree configuration. 

C. Neither SPBM nor TRILL can use Equal Cost Multi-Path (ECMP). Both technologies can send traffic for different
VLAN VLANs or I-SIDs on different links. 

D. Both SPBM and TRILL can use Equal Cost Multi-Path (ECMP) to load-balance unicasts. provided that ECMP is
enable at hardware level. 

Correct Answer: B 

 

 

QUESTION 3
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A company has an Employees SSID, which enforces Wi-Fi Protected Access 2 (WPA2) with 802.1X. The company has
a Contractors SSID, which has no encryption. Contractors can connect their own devices to the Contractors SSID and
log in the credentials assigned to them by an employee. HP User Access Manager (UAM) has these services: 

A Contractor access service, which is assigned to contractor accounts created by employees 

An Employee access service, which is assigned to employee accounts synchronized from Active Directory (AD) 

A new company policy encourages contractors to use encryption. Contractors should download certificates when they
connect to Contractors SSID and register. Then the contractors can connect to the Employees SSID and have an
encrypted connection. 

How does the administrator enable the contractors to connect to the Employees SSID but receive the correct contractor
VLAN assignment? 

A. In the Employee access service, bind the Contractor group to an access policy that specifies the contractor VLAN ID
and PAP authentication. 

B. In the Employee access service, bind the Contractor group to an access policy that specifies the contractor VLAN ID
and EAP-TLS certificate authentication 

C. In the Contractor access service, bind the Employees SSID to an access policy that specifies the contractor VLAN ID
and EAP-TLS certificate authentication 

D. In the Contractor access service, bind the Employees SSID to an access policy that specifies the contractor VLAN ID
and PAP authentication 

Correct Answer: C 

 

 

QUESTION 4

Refer to the exhibit. 

A company has an HP VAN SDN Controller that controls HP Provision switches. An SDN developer creates an
application that needs to make many immediate decisions for handling traffic. The application is programmed to create
rules such as those shown in the exhibit 
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Which change could improve performance by letting the hardware handle the flows? 

A. Change the idle timeout to 0 and specify table ID 200. 

B. Create a service insertion tunnel, and change this rule to output to this tunnel. 

C. Explicitly force this rule to use Table 0. 

D. In the match criteria, list a specific Ethernet type such as IPv4. 

Correct Answer: B 

 

 

QUESTION 5

HP Unified Wired-Wireless controllers support wireless Intrusion Detection System (IDS)/intrusion prevention system
(IPS) features. An HP AP radio is configured to participate in this solution in hybrid mode. Which functions can the
hybrid mode radio fulfill? 

A. Can support wireless clients and scan wireless traffic. 

B. It can support wireless clients, scan wireless traffic, and implement countermeasures 

C. It can implement countermeasures and scan wireless traffic. 

D. It can scan wireless traffic and wired traffic. 

Correct Answer: C 

 

 

QUESTION 6

A Company has APs that are deployed relatively close together. These APs are controlled by an HP Unified Wired-
Wireless controller. Which setting helps to prevent the APs from interfering with each other while also letting the APs
extend their coverage area if one of the AP fails? 

A. Channel reuse 

B. Dynamic frequency selection (DFS) 

C. Transmit power control (TPC) 

D. Fair scheduling 

Correct Answer: A 
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QUESTION 7

Table of Acronyms Exhibit 1 

Exhibit 2 The switches shown in the exhibit are implementing SPBM. The administrator is now setting up interface
ten1/0/1 to connect to a new VMware host. What is the correct port type and VLAN assignment for the interface? 

A. Trunk port than permits VLANs 101 and 103 

B. Hybrid port than permits VLANs 201 and 203 

C. Trunk port that permits VLANs 10 and 20 

D. Access port that permits the default VLAN 
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Correct Answer: A  

 

QUESTION 8

Table of Acronyms 

A company is using Multi-CE (MCE) to create a multi-tenant data center solution. Administrators want to isolate all
functions in a VPN instance "Management". 

Each switch has an IP address in 10.0.2.0/24 on its Management Ethernet port, and HP IMC manages the switch on
these IP addresses. Administrators assign 

the Management Ethernet interfaces to the "Management" VPN instance. IMC begins losing data from the switches.
How should administrators fix the problem on each switch? 

A. Set VPN instance "Management" as the default VPN instance. 

B. Specify VPN instance "Management" for settings such as the SNMP trap destination 

C. Create a static route to 10.0.2.0/24 through next hop "vpn-instance Management". 

D. Enable route leaking globally and on VPN instance "Management". 

Correct Answer: D 

 

 

QUESTION 9

Refer to the exhibit. 
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A company has two HP Unified Wired-Wireless controllers. The MSM APs in Area 1 in the exhibit are controlled by
Controller1. The MSM APs in Area 2 in the exhibit are controlled by Controlled. The company purchases a Controlled to
provide backup for both Controller1 and Controller2 (N+1 redundancy). 

How does the administrator set up the APs in Area 1 so that they contact Controlled if Controller1 fails? 

A. Create a roam group that includes Controller1, Controlled, and Controlled. Make sure that Controlled has the highest
IP address 

B. Create AP templates for the area 1 APs on Controlled and set its connection priority for these APs to 7. 

C. Create a backup AC configuration group between Controller1 and Controlled. Enable Fast Backup on the group. 

D. On Controller1, configure the new controller\\'s IP address as the backup controller for the APs 

Correct Answer: B 

 

 

QUESTION 10

Table of Acronyms 
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An administrator has configured an HP Comware switch to support FCoE in Fibre Channel Forwarder (FCF) mode. A
switch interface, ten1/0/1, connects to a sewer FC host bus adapter (HBA), The HBA should send storage traffic in
VSAN 2, which is associated with VLAN 20. 

How should the administrator assign FC traffic for this HBA to VSAN 2? 

A. By binding a VFC interface to ten1/0/1 and specifying VSAN 2 as the VFC interface trunk VSAN 

B. By accessing the VLAN 20 configuration view and specifying ten1/0/1 as a member port of the VLAN 

C. By configuring ten1/0/1 as an F-mode FC port and specifying VSAN2 as the port access VSAN 

D. By accessing the VSAN 2 configuration view and adding ten1/0/1 as a trunk port 

Correct Answer: C 
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