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QUESTION 1

Refer to the exhibit. 

A network administrator deploys a multizone AP in the campus network in order to provide service for 11 SSIDs. After a
few hours, the network administrator realizes that the AP is only broadcasting 5 out of the 11 SSIDs. The missing SSIDs
belong to MC1 at IP address 10.254.10.114, and MC4 with IP address 

10.2.100.25. 

Based on the exhibit, what should the network administrator do next to fix this problem? 

A. Confirm that AP12 is certified by the whitelist on MC1 and MC4, and confirm MC1 and MC4 are reachable by AP12. 

B. Increase the number of nodes in zones 1 and 4, and confirm MC1 and MC4 are reachable by AP12. 

C. Confirm that AP12 is certified by the whitelist on MC1 and MC4, and increase the number of nodes in zones 1 and 4. 

D. Reduce the number of nodes in zones 0 and 4, and disband the cluster in zone 0. 

Correct Answer: D 

 

QUESTION 2

Refer to the exhibit. 

Latest HPE6-A48 Dumps | HPE6-A48 PDF Dumps | HPE6-A48 VCE Dumps                              2 / 22

https://www.lead4pass.com/hpe6-a48.html
https://www.lead4pass.com/hpe6-a48.html
https://www.lead4pass.com/hpe6-a48.html


https://www.lead4pass.com/hpe6-a48.html
2023 Latest lead4pass HPE6-A48 PDF and VCE dumps Download

A network administrator evaluates a deployment to validate that users are assigned to the proper roles. Based on the
output shown in the exhibit, what can the network administrator conclude? 

A. The MC assigned the machine authentication default user role. 

B. The MC assigned the role based on user-derivation rules. 

C. The MC assigned the role based on server-derivation rules. 

D. The MC assigned the default role of the authentication method. 

Correct Answer: D 

 

QUESTION 3

An organization wants to deploy a WLAN infrastructure that provides connectivity to these client categories: 

Employees Contractors Guest users Corporate IoT legacy devices that support no authentication or encryption 

Employees and contractors must authenticate with company credentials and get network access based on AD group
membership. Guest users are required to authenticate with captive portal using predefined credentials. Only employees
will run L2 encryption. 

Which implementation plan fulfills the requirements while maximizing the channel usage? 

A. Create VAP1 to run WPA2-AES and 802.1x authentication, VAP2 to run opensystem encryption with MAC
authentication, and VAP3 to run opensystem with captive portal. 
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B. Create VAP1 to run WPA2-AES and 802.1x authentication, VAP2 to run opensystem encryption with MAC
authentication, and VAP3 to run opensystem with captive portal and L2 fail through. 

C. Create a single VAP to run WPA2-AES and 802.1x authentication, MAC authentication L2 fail through, captive portal,
and VIA support. 

D. Create VAP1 to run WPA2-AES and 802.1x authentication, and VAP2 to run opensystem encryption with MAC
authentication and captive portal. 

Correct Answer: A 

 

 

QUESTION 4

Refer to the exhibit. 

A network administrator deploys a Mobility Master (MM)-Mobility Controller (MC) solution in the headquarters. The
network administrator prepares the wired side of the network with the proper VLAN, DHCP settings, and routing
services to ensure that APs can reach the MCs. 

The network administrator connects two APs in different IP segments and waits for 20 minutes, but SSIDs are
advertised in one of the APs only. The engineer logs into the MC console and sees the output shown in the exhibit. 
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What is the reason that the AP20 is not broadcasting SSIDs? 

A. IPSec traffic is being blocked. 

B. IKE traffic is being dropped. 

C. PAPI traffic is being blocked. 

D. GRE traffic is being blocked. 

Correct Answer: B 

 

QUESTION 5

Refer to the exhibit. 

A network engineer deploys two different DHCP pools in an Instant AP (IAP) cluster for WLANs that will have
connectivity to a remote site using Aruba IPSec. 

Based on the output shown in the exhibit, which IAP-VPN DHCP modes are being used? 

A. distributed L3 and centralized L3 

B. distributed L3 and local L3 

C. distributed L3 and centralized L2 

D. local L3 and centralized L2 

Correct Answer: C 

 

QUESTION 6

Refer to the exhibit. 
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A network administrator wants to allow contractors to access the WLAN named EmployeesNet. In order to restrict
network access, the network administrator wants to assign this category of users to the contractor firewall role. 

To do this, the network administrator configures ClearPass in a way that it returns the Aruba-User-Role VSA with the
contractor value. When testing the solution the network administrator receives the wrong role. 

What should the network administrator do to assign the contractor role to contractor users without affecting any other
role assignment? 

A. Set contractor as the default role in the AAA profile. 

B. Create the contractor firewall role in the MC. 

C. Create server derivation rules in the server group. 

D. Check the Download role from the CPPM option in the AAA profile. 

Correct Answer: A 

 

QUESTION 7

Refer to the exhibits. Exhibit 1 
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Exhibit 2 Exhibit 3 
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A network administrator deploys a Mobility Master (MM) pair with the VRRP VIP equal to 10.254.10.214, and attempts
to associate MC1 to it. At first, the integration appears to be successful. However after a few minutes the network
administrator issues the show switches command and sees that the MC1 is down, even though the device is up and
running. 

Every time the network administrator reboots the Mobility Controller (MC), the MC shows as being up and then it shows
as being down. The network administrator gathers the information shown in the exhibits. 

What should the network administrator do to resolve this problem? 

A. Change the localip ipsec key to Aruba123 in the mynode device level from the MM, save, and reboot. 

B. Enable disaster recovery mode in MC1 and change the masterip ipsec key to Aruba 123, save, and reboot. 

C. Change the masterip ipsec key to Aruba123 in the device level from the MM, save, then reboot MC1. 

D. Wipe out the configuration in MC1 and reboot, then run the full-setup configuration dialog all over again. 

Correct Answer: B 
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QUESTION 8

An organization owns a fully functional multi-controller Aruba network with a Virtual Mobility Master (VMM) in VLAN 20.
They have asked a network consultant to deploy a redundant MM on a different server. The solution must offer the
lowest convergence time and require no human interaction in case of failure. 

The servers host other virtual machines and are connected to different switches that implement ACLs to protect them.
The organization grants the network consultant access to the servers only, and appoints a network administrator to
assist with the deployment. 

What must the network administrator do so the network consultant can successfully deploy the solution? (Select three.) 

A. Reserve one IP address for the second MM and another IP address for its gateway 

B. Configure an ACL entry that permits IP protocol 50, UDP port 500, and multicast IP 224.0.0.18. 

C. Allocate VLAN 20 to the second server, and extend it throughout the switches. 

D. Reserve one IP address for the second MM and another for the VIP. 

E. Configure an ACL entry that permits UDP 500, UDP 4500, and multicast IP 224.0.0.1. 

F. Allocate another VLAN to the second server, and permit routing between them. 

Correct Answer: ACE 

 

QUESTION 9

A point venture between two companies results in a fully functional WLAN Aruba solution. The network administrator
uses the following script to integrate the WLAN solution with two radius servers, radius1 and radius2. 
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While all users authenticate with username@doaminname.com type of credentials, radius1 has user accounts without
the domain name portion. 

Which additional configuration is required to authenticate corp1.com users with radius1 and corp2 users with radius2? 

A. aaa authentication-server radius radius1 trim-fqdn ! aaa server-group-corp auth-server radius1 match-authstring
corp1.com auth-server radius1 match-authstring corp2.com 

B. aaa server-group-corp auth-server radius1 match-fqdn corp1.com auth-server radius1 trim-fqdn auth-server radius2
match-fqdn corp2.com 

C. aaa authentication-server tadius radius1 ! aaa server-group-corp auth-server radius1 match-string corp1.com trim-
fqdn auth-server radius1 match-string corp2.com 

D. aaa authentication-server radius radius1 trim-fqdn ! aaa server-group-corp auth-server radius1 match-domain
corp1.com auth-server radius1 match-domain corp2.com 

Correct Answer: B 

 

QUESTION 10
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Refer to the exhibits. 

Exhibit 1 

Exhibit 2 
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Exhibit 3 
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A network engineer deploys a Master Controller (MC) cluster at Headquarter to offer high levels of redundancy, and
prepares the wired side of the network. This preparation includes the VLAN, DHCP Settings, and unicast routing
services that APs require to reach the cluster. 

The network engineer waits for 20 minutes after connecting the APs and sees that no SSIDs are advertised. The
network engineer logs into one of the MCs and one of the AP\\'s consoles to obtain the outputs shown in the exhibits. 

What can the network engineer do to fix the APs discovery process, to ensure the best scalability even if one MC fails? 

A. Reprovision the APs with a different Master IP. 

B. Modify the IP address in one of the MCs. 

C. Modify option 43 in the DHCP pool. 

D. Create a VRRP instance in the MCs. 

Correct Answer: C 
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QUESTION 11

Refer to the exhibit. 

A network administrator deploys DSCP based prioritization in the entire wired network to improve voice quality for a SIP-
based IP telephony system used by the company. However, users report that calls they make from the WLAN have poor
audio quality, while desktop phones do not experience the same problem. The network administrator makes a test call
and looks in the datapath session table. 

Based on the output shown in the exhibit, what is one area that the network administrator should focus on? 

A. wireless network congestion 

B. WMM support on the WLAN 

C. UCC based DSCP correction 

D. wired network congestion 

Correct Answer: D 

 

QUESTION 12

Latest HPE6-A48 Dumps | HPE6-A48 PDF Dumps | HPE6-A48 VCE Dumps                             16 / 22

https://www.lead4pass.com/hpe6-a48.html
https://www.lead4pass.com/hpe6-a48.html
https://www.lead4pass.com/hpe6-a48.html


https://www.lead4pass.com/hpe6-a48.html
2023 Latest lead4pass HPE6-A48 PDF and VCE dumps Download

Refer to the exhibit. 
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A network administrator deploys a new WLAN named Corp-Network. The security suite is WPA2 with 802.1X. A new
ClearPass server is used as the authentication server. Connection attempts to this WLAN are rejected, and no trace of
the attempt is seen in the ClearPass Policy Manager Access Tracker. However, the network administrator is able to see
the logs shown in the exhibit. 

What must the network administrator do to solve the problem? 

A. Add the correct network device IP address in ClearPass. 

B. Change the ClearPass server IP address in the MC. 

C. Fix the RADIUS shared secret in the MC. 

D. Disable machine authentication in the MC and client PC. 

Correct Answer: D 

 

QUESTION 13

Refer to the exhibit. 

Based on the output shown in the exhibit, which channel offers the highest quality? 

A. Channel 1 

B. Channel 6 

C. Channel 11 

D. Channel 14 

Correct Answer: C 
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QUESTION 14

A network administrator assists with the migration of a WLAN from a third-party vendor to Aruba in different locations
throughout the country. In order to manage the solution from a central point, the network administrator decides to deploy
redundant Mobility Masters (MMs) in a datacenter that are reachable through the Internet. 

Since not all locations own public IP addresses, the security team is not able to configure strict firewall policies at the
datacenter without disrupting some MM to Mobility Controller (MC) communications. They are also concerned about
exposing the MMs to unauthorized inbound connection attempts. 

What should the network administrator do to ensure the solution is functional and secure? 

A. Deploy an MC at the datacenter as a VPN concentrator. 

B. Block all ports to the MMs except UDP 500 and 4500. 

C. Install a PEFV license, and configure firewall policies that protect the MM. 

D. Block all inbound connections, and instruct the MM to initiate the connection to the MCs. 

Correct Answer: C 

 

QUESTION 15

A customer with a multi-controller network upgrades the ArubaOS from 6.4 to 8. The customer\\'s clients must be able to
move between different locations of the campus without disconnecting their applications, when roaming or if there are
Mobility Controller (MC) failures. The customer also wants to have full control of the users, and be able to change their
session properties from a RADIUS server. 

Which steps must the network consultant include in the implementation plan to meet these requirements? 

A. 1. Create a controller cluster profile that contains the management and VRRP IP addresses of each member. 

2. 

Apply the profile to all MCs in the cluster. 

3. 

Confirm that the cluster is L2 connected. 

B. 1. Configure a VRRP instance for all MCs 

2. 

Create a controller cluster profile that contains the management IP and VIP addresses of each MC. 

3. 

Apply the profile to all MCs in the cluster. 

4. 

Confirm that the cluster is L2 connected. 
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C. 1. Configure a VRRP instance for each MC. 

2. 

Create a controller cluster profile that contains the management IP of each member. 

3. 

Apply the profile to all MCs in the cluster. 

4. 

Confirm that the cluster is L3 connected. 

D. 1. Create a controller cluster profile that contains the management and VRRP IP addresses of each member. 

2. 

Apply the profile to the cluster leader. 

3. 

Confirm that the cluster is L2 connected. 

Correct Answer: D 
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