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QUESTION 1

A retailer currently has two redundant ClearPass C2000 DL360 Gen9 hardware appliances and two perpetual 1K
Access licenses. The customer uses ClearPass to authenticate employee wireless devices and other corporate wireless
devices. ClearPass logs indicate that peak license usage is currently 1900. The customer now wants to add a guest
access solution. Guests will connect to an open SSID and redirected to a portal which they can use to self-register and
log in. The customer anticipates that up to 1550 guest devices will connect at the same time. 

The customer requires the most cost-effective solution that will meet the requirements. What should the network
architect recommend for this solution? 

A. Two 1K Guest licenses 

B. 1K+500 Access licenses; Two 1K Onboard licenses 

C. 1K+500 Access licenses 

D. 1K+500 Access licenses; 1K+500 Guest licenses 

Correct Answer: B 

 

QUESTION 2

A customer has critical wired endpoints and wants to minimize the chances they will lose their connection 

to the network. These endpoints are dual-homed, each with two Ethernet connections that are in a link 

aggregation. 

The architect plans to deploy two 5406R switches in the closet. 

What else should the architect specify in the plan? 

A. The 5406R switches are in a VSF fabric; each switch has redundant power supplies, but not redundant management
modules. 

B. The 5406R switches are not in a VSF fabric; each switch has redundant power supplies but not redundant
management modules. 

C. The 5406R switches are not in a VSF fabric; each switch has redundant power supplies and redundant management
modules. 

D. The 5406R switches are in a VSF fabric; each switch has redundant power supplies and redundant management
modules. 

Correct Answer: D 

 

QUESTION 3

A customer has phones used as wireless Voice over IP (VoIP) devices. Which is one implication for the design? 
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A. Plan policies for the phone role on MCs to give the phones a high QoS priority. 

B. Ensure a -75 GHz signal in both the 2.4GHz band and the 5GHz band across the entire site. 

C. Ensure that APs connect on Smart Rate ports to support the high bandwidth demands of the phones. 

D. Apply a bandwidth contract to the phone VLAN to limit broadcast and multicast traffic. 

Correct Answer: C 

 

QUESTION 4

A university has a dormitory with several floors. Currently APs are deployed in the hallways about every 50 

feet (15m). The university has several issues with the existing network: 

Students complain that the network is very slow, and the wireless signal is poor. 

Students want to connect some equipment such as gaming consoles and IP TVs on Ethernet, but the dorm 

rooms just have one Ethernet port. 

How does the deployment of AP303Hs resolve the customer issues? 

A. They are specialized to provide wireless coverage for single-room deployment and also provide wired ports for
clients. 

B. They are specialized for wireless meshing, which conserves Ethernet ports, and for high-speed wireless services. 

C. They have high-gain antennas designed for older buildings and support Smart Rate for high bandwidth on one port. 

D. They have directional antennas that will improve the wireless signal and require just one Ethernet port. 

Correct Answer: C 

 

QUESTION 5

An indoor sports stadium has 5,000 seats in two rings: 

The stadium has a ceiling height of 60 feet (18m). 

There is a catwalk around the perimeter of the court, between the court and the seating areas. This 

catwalk is 40 feet (12m) from the floor. 

There are two scoreboards at either end of the stadium. 

The construction of the stadium is concrete and steel. 

The customer does not want an under-seat, pico cell deployment, and the customer requires 802.11ac 

Wave 2. 
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Which AP model is appropriate to provide coverage in the main stadium bowl? 

A. AP-228 

B. AP-344 

C. AP-365 

D. AP-375 

Correct Answer: A 

 

QUESTION 6
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A hospital needs an upgrade to 802.11ac for its wireless network. The wireless network supports: wireless medical
devices medical staff voice communicators laptops in nurse stations medical staff tablets visitor and patient personal
devices 

All of these devices support both the 2.4GHz and 5GHz band. Assuming about a max throughput of 150 Mbps per AP,
the hospital would like to support about 4 Mbps per client. The architect has used VisualRF to plan the AP placement on
one of the floors, which the hospital expects will need to support about 800 wireless devices. The exhibits show
heatmaps from this plan. The architect also plans to deploy APs in stairwells between floors. 

How well does the plan meet the requirements? 

A. The current AP placement fails to account for the lead-lined walls that are common in patient and exam rooms. 

B. The current AP placement fails to provide adequate signal for the voice communicators in several areas. 

C. The current AP placement meets coverage requirements, but does not meet capacity requirements. 
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D. The current AP placement meets the customer requirements in terms of coverage and capacity. 

Correct Answer: D 

 

QUESTION 7

Refer to the exhibit. 

A customer needs a wireless network upgrade and has these requirements: Support any applications used on a wired
connection Support up to 2500 wireless clients Support seamless roaming from floor to floor and building to building
Continue to function seamlessly if one AP or controller fails 

The architect has designed the local infrastructure for the network as shown in the exhibit. 

Which change should the architect make to better meet customer requirements and best practices? 

A. Combine the /24 subnets for wireless and wired users into a /16 subnet. 

B. Place each controller in a different VLAN and subnet. 

C. Change the /24 subnets for wireless users into a /25 subnet. 

D. Combine the /24 subnets for wireless users into a /20 subnet. 

Correct Answer: B 

 

QUESTION 8
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In which scenario do Aruba 2930M Series switches, but not Aruba 2930F Series switches, meet the needs for an
upgrade of the wired access layer? 

A. Each switch must support 48 1Gbps edge ports, and the uplinks must be redundant as well as provide no worse than
10:1 oversubscription. 

B. The customer requires enhanced redundancy at the access layer and wants to ensure that each switch can continue
to operate even if a power supply fails. 

C. The customer requires switches in the same closet to connect together into a single virtual switch that is managed
and operates as a single device. 

D. Each switch must support mostly non-PoE devices, but also at most four Aruba AP-345s which require PoE+ to
support the full requirements for the customer scenario. 

Correct Answer: A 

 

QUESTION 9

The airport needs to support several different SSIDs, including: 

four for individual airlines 

one for the airport as a whole 

one for airport security 

The airport security traffic must terminate on different mobility controllers (MCs) from the rest of the airport 

traffic and be managed entirely separately. Airlines also want to terminate traffic at their MCs. 

The airport MCs and airport security MCs require redundancy while airlines do not. 

Which plan for MCs and Mobility Master (MM) meets the needs of this scenario? 

A. one MCs for the airport, one MC for airport security, and one MC for each of the four airlines with its own SSID, all
controlled by the same MM 

B. one MCs for the airport, a cluster of MCs for airport security controlled by a pair of MMs, and one MC for each of the
four airlines 

C. a cluster of MCs for the airport, a cluster of MCs for airport security, and one MC for each of four airlines, all
controlled by the same MM pair 

D. a cluster of MCs for the airport controlled by an MM pair, a cluster of MCs for airport security controlled by a different
MM pair, and one standalone MC for each of the four airlines. 

Correct Answer: D 

 

QUESTION 10

A customer has multiple, very small branch sites that require just one or two APs each. The office has a 
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local Internet connection, but the traffic is destined to the corporate data center, which has an Aruba 

wireless solution. 

Which branch office solution best meets the customer needs? 

A. RAPs and 7005 branch office controllers with an SD-WAN license 

B. RAPs and no branch office controllers 

C. CAPs and 7005 branch office controllers 

D. IAPs and 7005 branch office controllers with an SD-WAN license 

Correct Answer: D 
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