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QUESTION 1

You notice that the terms in your firewall filter are not in the correct order. What would solve this problem? 

A. Use the insert command to reorder the terms within the filter. 

B. Use the count parameter to ensure that the terms are evaluated correctly. 

C. Use the reject action to change the action of the filter. 

D. Use the next term action to force an evaluation of the next term. 

Correct Answer: A 

 

 

QUESTION 2

Click the Exhibit button. 

What happens if the packet shown in the exhibit is received by a device running Junos OS? 

A. The packet is received by the RE first and then redirected to the PFE. 

B. The packet is received by the PFE first and then redirected to the RE. 

C. The packet is handled by the PFE alone. 
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D. The packet is handled by the RE alone. 

Correct Answer: B 

IP options are exception traffic Packets addressed to the chassis, such as routing protocol updates, Telnet sessions,
pings, traceroutes, and replies to traffic sourced from the RE; IP packets with the IP options field (options in the
packet\\'s IP header are rarely seen, but the PFE was purposely designed not to handle IP options; packets with IP
options must be sent to the RE for processing); and Traffic that requires the generation of Internet Control Message
Protocol (ICMP) messages. 

 

QUESTION 3

Click the Exhibit button. 
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Referring to the exhibit, a firewall filter is configured and applied to the ge-0/0/1 interface. In this scenario, which
statement is correct? 

A. All traffic to destination 10.10.10.0/24 is accepted. 

B. All traffic entering on interface ge-0/0/1 is discarded. 

C. All traffic entering on interface ge-0/0/1 is accepted. 

D. All traffic from source 10.10.10.0/24 is accepted. 

Correct Answer: D 
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if term has no "then" configured, matched packets are accepted by default 

https://www.juniper.net/documentation/us/en/software/junos/routing-policy/topics/concept/firewall-filter-ex- series-
evaluation-understanding.html Additionaly: if term has no "from" configured, every packet is matched to term if packet
does not match any term - default term (implicit discard) is used 

 

QUESTION 4

You have enabled trace options to log error messages. You want to have the messages displayed to your terminal
session automatically as they occur. 

Which command should you use in this scenario? 

A. request message terminal 

B. file show 

C. file list 

D. monitor start 

Correct Answer: D 

 

QUESTION 5

Which two statements about the configure exclusive command are correct? (Choose two.) 

A. The command excludes other users from editing the configuration. 

B. The command retains all uncommitted changes when exiting exclusive mode 

C. The command causes the loss of all uncommitted changes when exiting exclusive mode 

D. The command allows multiple users to edit private copies of the configuration concurrently. 

Correct Answer: CD 

 

QUESTION 6

Click the Exhibit button. 
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What will happen when you commit the configuration shown in the exhibit? 

A. Gigabit interfaces on FPC 2 will inherit the family inet configuration. 

B. All gigabit interfaces will inherit the family inet configuration. 

C. VLAN 0 will be applied to gigabit interfaces on FPC 2. 

D. VLAN 0 will be applied to all gigabit interfaces. 

Correct Answer: A 

 

QUESTION 7

In which directory the traceoption files stored by default? 

A. /var/db/ 

B. /var/tmp/ 

C. /var/log/ 

D. /var/home/ 
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Correct Answer: C 

 

QUESTION 8

Referring to the exhibit, which statement is true? 

A. The customer has set the version parameter to automatic. 

B. The customer has not enabled security for BFD. 

C. The customer\\'s link will failover in nine seconds. 

D. The customer\\'s link flappedd within the last hour. 

Correct Answer: D 

 

 

QUESTION 9

Which command displays the output shown in the exhibit? 

A. show chassis temperature-thresholds 

B. show chassis environment 

C. show chassis hardware 
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D. show chassis alarms 

Correct Answer: A 

 

QUESTION 10

Exhibit. 

You have the policy configuration shown in the exhibit applied to your BGP peering. 

You find that your customer routes coming from the 10.1.1.0/24 network are being rejected. 

Which command should be used to correct the problem? 

A. [edit policy-options policy-statement my-policy] user@router# insert term 1 before term 2 

B. [edit policy-options policy-statement my-policy] user@router# insert term 2 before term 1 

C. [edit policy-options policy-statement my-policy] user@router# copy term 2 to term 0 

D. [edit policy-options policy-statement my-policy] 

Correct Answer: B 

 

QUESTION 11

You have entered the command "show log messages | match "error | kernel | panic", which statement is correct
regarding the keywords error, kernel and panic in the output? 

A. the output messages will contain all messages from the file except the ones that contain all three defined keywords. 

B. the output messages will contain all messages from the file that contains all three defined Keywords 

C. the output messages will contain all messages from the file that contains at least one of the three defined keywords 

D. the output messages will contain all messages from the file except the ones that contains at least one of the three
defined keywords 
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Correct Answer: B 

 

 

QUESTION 12

Which CIDR notation is the equivalent of the subnet mask of 255.255.192.0? 

A. /19 

B. /18 

C. /20 

D. /17 

Correct Answer: B 

 

QUESTION 13

What are three acceptable modifiers to a terminating action on a firewall filter? (Choose three.) 

A. policer 

B. count 

C. log 

D. discard 

E. syslog 

Correct Answer: BCE 

 

QUESTION 14

Which two conditions must exist in a Junos device for traffic to transit the device to a specific destination? Choose Two 

A. A forwarding table entry for that destination must exist 

B. A routing policy must be in place on the device 

C. A firewall filter must exist to allow traffic to reach that destination 

D. A routing table entry for that destination must exist 

Correct Answer: AD 

 

QUESTION 15
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Which set of IP addresses are in the same subnet? 

A. 185.114.16.91/28 and 185.114.16.96/28 

B. 185.114.16.77/28 and 185.114.16.82/28 

C. 185.114.16.40/28 and 185.114.16.45/28 

D. 185.114.16.59/28 and 185.114.16.82/28 

Correct Answer: C 
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