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QUESTION 1

Which three statements are true of GRE tunnels? (Choose three.) 

A. The local tunnel endpoint must have a valid route to the remote endpoint 

B. GRE tunnels must authenticate at both ends fo the tunnel 

C. Tunnel endpoints must have a route that directs traffic into a tunnel 

D. The gr interface can only route packets that are IP protocol packets 

E. All intermediary devices must have a route to the tunnel endpoints 

Correct Answer: ACE 

For proper tunnel operations, this route must resolve to the physical next hop in the end-to-end communications path
and should never use a recursive route. The tunnel endpoints also need a route with the tunnel interface as the next hop
to direct traffic destined to the remote subnet into the tunnel. The intermediary devices, located in the forwarding path
between the tunnel endpoints, must also be able to route each of the tunnel endpoints. 

 

QUESTION 2

Which two statements are correct regarding VPLS mesh groups? (Choose two.) 

A. Unicast packets destined to another PE router within the same mesh group are dropped by the local PE router. 

B. Unicast packets destined to another PE router in a different mesh group are dropped by the local PE router. 

C. Broadcast, multicast, and unicast packets of unknown origin received from a PE router are flooded to all local CE
routers. 

D. Broadcast, multicast, and unicast packets of unknown origin received from a PE router are flooded to all remote PE
routers. 

Correct Answer: AC 

 

QUESTION 3

What are two characteristics of load-balancing implementation on a Junos device? (Choose two.) 

A. It balances packets on a per-packet basis. 

B. It balances packets on a per-flow basis. 

C. It is enabled through a policy. 

D. It is enabled by default. 

Correct Answer: BC 
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QUESTION 4

Which statement is true about GRE encapsulation? 

A. Only the IP payload is encapsulated by GRE. 

B. Only the IP header is encapsulated by GRE. 

C. The entire packet is encapsulated by GRE. 

D. The entire frame is encapsulated by GRE. 

Correct Answer: B 

 

QUESTION 5

What is the purpose of a route target community in a Layer 3 VPN? 

A. The community value is used to identify routes that should be imported by remote PEs. 

B. The community value is used to determine valid remote devices when signaling a Layer 3 VPN. 

C. The community value is used to identify the source of incoming routes. 

D. The community value is used to determine transit devices when signaling a Layer 3 VPN. 

Correct Answer: A 

 

QUESTION 6

You have configured an RSVP LSP in your network and have assigned it one primary and two secondary paths. 

Which command is used to validate that the LSP is using the primary path? 

A. show rsvp interface 

B. show rsvp version 

C. show rsvp neighbor detail 

D. show rsvp session detail 

Correct Answer: D 

 

QUESTION 7

Click the Exhibit button. 

10.10.14.0/24 10.10.15.0/24 10.10.16.0/24 10.10.17.0/24 
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Which aggregate route would represent all four routes shown in the exhibit? 

A. 10.10.0.0/19 

B. 10.10.0.0/21 

C. 10.10.0.0/20 

D. 10.10.0.0/22 

Correct Answer: A 

 

QUESTION 8

To prevent fragmentation issues across a GRE tunnel, which MTU value is recommended for the tunnel to
accommodate most IP packets? 

A. 1476 

B. 1492 

C. 1500 

D. 1524 

Correct Answer: D 

 

QUESTION 9

A rogue switch has been added to your network, exchanged BPDUs, and is now part of the spanning tree topology. 

Which feature would help prevent this from happening in the future? 

A. storm control 

B. BPDU control 

C. root protection 

D. loop protection 

Correct Answer: B 

 

QUESTION 10

You have been asked to provide three commands helpful in troubleshooting OSPF adjacencies. 

Which three commands would be helpful? (Choose three.) 

A. show ospf database 
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B. show ospf summary 

C. show ospf interface 

D. show ospf adjacency 

E. show ospf neighbor 

Correct Answer: ACE 

show ospf database, interface, and neighbor would provide detailed information about the OSPF database, interfaces
running OSPF, and information about the OSPF neighbors. show ospf summary only provides a high-level information,
while show ospf adjacency does not exist. 

 

QUESTION 11

Which protocol is used by wired Ethernet to manage frame collisions? 

A. IEEE 802.3 active monitoring 

B. IEEE 802.5 active monitoring 

C. carrier-sense multiple access with collision avoidance 

D. carrier-sense multiple access with collision detection 

Correct Answer: D 

 

QUESTION 12

You are asked to deploy OSPF between two routers over a point-to point link. 

Which three fields in the OSPF hello packet must match? (Choose three.) 

A. network mask 

B. hello interval 

C. options 

D. dead interval 

E. backup designated router 

Correct Answer: BCD 

 

QUESTION 13

Which standards-based election protocol facilities redundancy in a LAN environment by eliminating a single point failure
through the use of master and backup routers? 
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A. VRRP 

B. BFD 

C. graceful restart 

D. ISSU 

Correct Answer: A 

 

QUESTION 14

Which label operation is performed by an MPLS ingress router? 

A. Pop 

B. Push 

C. Replace 

D. Swap 

Correct Answer: B 

 

QUESTION 15

Click the Exhibit button. 

Which statement is true regarding the output shown in the exhibit? 

A. The configuration supports IPv6 multicast routes. 

B. The configuration supports IPv6 unicast routes. 

C. The configuration supports IPv4 unicast routes. 

D. The configuration supports IPv4 multicast routes. 

Correct Answer: B 

By default, OSPFv3 supports unicast IPv6 routes, but you can configure OSPFv3 to support multiple address families.
To support an address family other than unicast IPv6, you configure a realm that allows 

OSPFv3 to advertise IPv4 unicast, IPv4 multicast, or IPv6 multicast routes. 
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Example of a configuration which support both Ipv4 and Ipv6 prefixes: 

user@host# show protocols ospf3 

realm ipv4-unicast { 

area 0.0.0.0 { 

interface fe-0/1/0.0; 

} 

} 

area 0.0.0.0 { 

interface fe-0/1/0.0; 

} 

References: http://www.juniper.net/documentation/en_US/junos15.1/topics/topic-map/ospfv3-multipleaddress-
families.html 
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